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Section 1 
GENERAL INFORMATION 


1.1 INTRODUCTION 


The ALPHA LSI family of computers are highly flexible system components designed 
to be easily applied to control, communications, and monitoring tasks. These com- 
puters are extremely easy to program using assembly or machine language. Organ- 
ization of the Processor enables the computer to obtain high memory efficiency, 
avoiding the problem of "core burning", so prevalent in many computers. Memory 
utilization is further enhanced by the powerful and flexible I/O command set. The 
I/O structure is simple and efficient, sharply reducing the amount of 1/О logic re- 
quired by units interfacing to the Processor. 


To maximize the benefits of the Processor's unique I/O structure, careful consider- 
ation must be given to the design of the peripheral controller interfaces. This doc- 
ument presents comprehensive discussions of I/O (1) capability, (2) characteristics, 
(3) timing, (4) interrupts, (5) electrical design, (6) DMA controller design, 

(7) mechanical design, (8) integration, (9) console design, (10) power supply de- 
sign, and (11) option card connections. The discussions that follow refer to the 
ALPHA LSI and NAKED MINI LSI Type 1 and Type 2 computers jointly as the ALPHA 
LSI computer. 


1.2 CONTROL MODES 


Two types of I/O instructions, select and sense, provide control information to and 
from an interface. The select instructions establish operating modes, control inter- 
rupts or initialize the interface. The sense instructions permit the Processor to 
obtain the operational status of an interface. 


1.3 INPUT/OUTPUT MODES 


The ALPHA LSI computer features five distinct I/O modes which when combined with 
an extensive set of I/O instructions provides a very powerful and easy to use I/O 
structure. These modes are: 


1. Programmed I/O via registers 
2. Programmed 1/О via memory 

3. Automatic I/O under interrupts 
4. Block 1/0 | 

5. ОМА 
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Transfers can be made to or from the A or X registers or directly to or from memory, 
whichever is more convenient. Both word and byte data can be handled directly, 
with byte data being packed automatically, if desired, without the need for time and 
space-consuming programmed routines. 


nN 


1.3.1 Programmed Input/Output via Registers 


For greater convenience in handling data that must be examined immediately upon 
input or is the result of computations that must be output immediately, programmed 
I/O transfers the data directly to and from the operating registers of the computer. 
Furthermore, programmed I/O instructions can be combined with sense and skip 
instructions to allow testing of controller or peripheral status prior to making a 
transfer. 


1.3.2 Programmed Input/Output via Memory 


This mode capitalizes on the power of the Automatic I/O instructions to transfer data 
to or from memory without disturbing the working registers of the computer. Any 
size block of data may be transferred into or out of memory at any address. 


1.3.3 Automatic Input/Output under Interrupt Control 


This mode permits an interface to transfer data to or from memory at its own data 
rate with minimal disturbance of the main program. When all data has been trans- 
ferred, the interface develops an end-of-block interrupt in response to the Processor 
ECHO signal which, in turn, causes an interrupt subroutine to be entered which 
performs the necessary housekeeping associated with end-of-block operations. 


1.3.4 Block Input/Otuput 


For high speed transfer rates, Block I/O transfers block of any length. Data is ex- 
changed directly between memory and the peripheral interface with the index reg- 
ister providing the word count. During Block I/O instructions, the computer is 
totally dedicated to the execution of the instruction and cannot respond to interrupts 
until the entire block has been transferred. 


1.3.9 Direct Memory Access (DMA) 


For very high speed transfer rates, the DMA handles data directly with the memory. 
Since this data transfer does not require the Central Processor, it can be performing 
other operations while interleaving with DMA on a cycle stealing basis. Multiple 

DMA controllers may use the DMA feature simultaneously (interleaved cycles) upto ~ 
the full memory transfer rate. When more than one memory module is installed, 


memories may be two way interleaved to provide data transfer at twice the individ- 
ual memory data rates. 
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1.4 DATA TRANSFER RATES 


The maximum data transfer rates that can be achieved with the ALPHA LSI computer 
family are listed in Table 1-1. 


Table 1-1. ALPHA LSI Family Maximum Data Transfer Rates 


1/0 MODE 
8С1200 


DMA (Non Interleaved) 


same as LSI-2 625,000 w/s 833,333 w/s 1,020,000 w/s 833,333 w/s 


DMA (Interleaved) same as LSI-2 1,250,000 w/s 1,409,000 w/s 1,666,666 w/s 1,666,666 w/s 


Block In 


131,579 w/s 444,444 w/s 454,545 w/s 458,711 w/s 454,545 w/s 


Block Out 


131,579 w/s 400,000 w/s 408,163 w/s 411,522 w/s 392,156 w/s 


112,369 w/s 
112,369 b/s 


Programmed In (Cond) Word 
Byte 


34,247 w/s 
34,247 b/s 


130,718 w/s 
125,896 b/s 


136,040 w/s 
130,718 b/s 


124,223 w/s 
119,760 b/s 


Programmed Out (Cond) Word 
Byte 


34,247 w/s 
34,247 b/s 


112,994 w/s 
112,994 b/s 


131,578 w/s 
126,582 b/s 


126,582 w/s 
122,222 b/s 


135,135 w/s 
129,870 b/s 


Programmed In (Memory) 24,631 w/b/s 71,942 w/b/s 


85,106 w/b/s 92,678 w/b/s 82,987 w/b/s 


Programmed Out (Memory) 24,631 w/b/s 72,727 w/b/s 


82,440 w/b/s 90,570 w/b/s 80,645 w/b/s 


DMC In 26,738 w/b/s 63,091 w/b/s 74,627 w/b/s 82,101 w/b/s 73,529 w/b/s 


DMC Out 26,738 w/b/s 62,111 w/b/s 13,260 w/b/s 81,766 w/b/s 71,684 w/b/s 


w/s = words per seconds 
b/s = bytes per seconds 
w/b/s = words or bytes per seconds 


ее ad 
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MAXI-BUS CHARACTERISTICS 


2.1 INTRODUCTION 


This section describes the signals and the electrical characteristics of the NAKED 
MINI LSI Computer Maxi-Bus. Additionally, the distribution of the Maxi-Bus and 
the ALPHA LSI Computer motherboard are discussed. 


2.2 MAXI-BUS COMPONENTS (Figure 2-1) 


The NAKED MINI LSI Computer Maxi-Bus consists of three major components: 
the Address bus (A), The Data bus (D), and the Control bus (C). 


2.2.1 Address Bus. (A) 


The Address bus consists of 16 lines (AB00-through AB15-) that are time shared by 
the Processor and DMA controllers. 


The Processor and DMA controllers use the 15 bits of the A bus to address memory 
locations. The 16th A bus bit (MSB) is used to specify word or byte memory 
operation. During I/O operations, the Processor uses the low order 8-bits of the A 
bus to convey device address and function code information to I/O devices. The 
high order 8-bits contain random information and are not normally used. The format 
of the low order 8-bits during I/O operations is as follows: 


АВ07- Device Address bit 4 

АВ06- Device Address bit 3 NN 
АВ05- Device Address bit 2 P Field 
АВ04- Device Address bit 1 

AD03- Device Address bit 0 

А002- Function Code bit 2 

АВ01- Function Code bit 1 F Field 
АВ00- Function Code bit 0 


NOTE 


The eight lines devoted to the Device Address and Function Code 

are arbitrarily divided into groups of five and three, respectively. 
They can be divided differently to increase or decrease the number 
of device addresses and function codes. For example, six lines can 
be devoted to the Device Address and only two to the Function Code. 
This would increase the number of device addresses to 64 and reduce 
the number of function codes to 4. 


A BUS (16 LINES) 


D BUS (16 LINES) 


PROCESSOR сёй МЕМОВУ- 
МОТНЕВ- Р БЕРЕ ЕЕ; 10 
BOARD de Ша MODULES 


C BUS шашыма 3. 26 LINES 


Figure 2-1. 1/0 Bus Components 
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Throughout the remainder of this design guide, all examples which involve I/O 
addresses assume the arbitrary five and three division. 


2.2.2 Data Bus (D) 


The Data bus consists of 16 bidirectional lines (DB00- through DB15-) that are time 
shared by the Processor, memory, and I/O interface controllers. 


The Processor uses the D bus to read data from or write data into memory. Likewise, 
the Processor uses the D bus to transfer data to or from an I/O interface controller. 


A DMA controller uses the D bus to read data from or write data into memory. 


I/O interfaces use the D bus to convey an interrupt address to the Processor during 
interrupt processing. 


2.2.3 Control Bus (C) 


The C bus consists of 25 unidirectional control lines which define the specific action 
that an interface device is to perform. Seventeen lines are outputs from the Processor 
to all memories and interface controllers while eight lines are inputs from either 
memories or interface controllers to the Processor. The 25 C bus lines are subdivided 
into four broad categories: I/O command, utility signals, interrupt signals, and DMA 
signals. Except as noted below, all Processor generated or received signals may also 
be generated or received by DMA controllers during DMA operations. 


2.2.3.1 I/O Commands 


There are three signals in this category: EXEC-, IN- and OUT-. These signals define 
the type of I/O operation in process. 


EXEC- Execute is a Processor generated signal that indicates that the 
current instruction is a Select or Select and Present instruction. 
EXEC- is used typically to set or reset controls in the addressed 
interface. 


Input is а Processor generated signal that indicates that the 
current instruction is an input instruction and that the addressed 
interface should place input data on the data bus. 


Output is a Processor generated signal that indicates that the 
current instruction is ап output instruction and that the Processor 
has placed output data on the data bus for the addressed interface 
controller to accept. 


2.2.3.2 Utility Signals 


There are five signals in this category: PLSE-, RST-, CLK-, ТҮРІ-, and SER-. 


PLSE- 


RST- 


CLK- 


ЖТҮРІ- 


SER- 
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Pulse is a Processor generated signal which is used as a strobe 
pulse to load registers during an output transfer, set or reset 
controls during a Select instruction, reset data transfer controls 
during an input transfer, and to reset Interrupt Stimulus Store 
controls upon recognition of an interrupt. 


System Reset is a Processor or console generated signal which 
is used to reset all controls in ALL interfaces to a known starting 
configuration. RST- is generated by the Processor in response 
to a power failure condition, an Autoload Initiation sequence, or 
when the Console RESET switch is depressed. Note - not driven 
by DMA controllers. 


Clock is a Processor generated, 1 megahertz, free-running square 
wave signal that may be used as a timing reference by interface 
controllers--it ів not synchronized to Processor operations. Note 
that only the Processor generates this signal. DMA controllers may 
not generate this signal. 


Type 1 Processor Installed. This signal is ground-true when the 
type 1 Processor is installed and open when the type 2 Pro- 
cessor is installed. This signal permits DMA controllers to 
determine which Processcr is installed and perform hog mode 
transfers if necessary. The ТҮРІ- signal is strong through the 
"200" side of the motherboard only (see paragraph 2.4). 


Sense Response is a signel generated by an addressed interface 
controller to convey status to the Processor. 


2.2.3.3 Interrupt Signals 


There are nine signals associated with interrupt generation and processing. These 
signals аге: IUR- , IOCL-, PRIN-, PROT-, IUA-, IAR- , ECHO- , IL1-, and IL2. 


IUR- 


Interrupt Request is a muitiplexed interrupt request line which 
multiple interfaces generste to request interrupt service. All 
interfaces which use this line are forced to compete with each 

other for recognition by the Processor. If two or more interfaces 
request interrupt service at the same time, recognition is given 

to the highest priority interface via the priority string. (PRIN- 

and PROT-). ы 
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IOCL- 1/О Clock is а Processor generated signal which is used by 
interfaces to synchronize IUR interrupt requests into the 
Processor. IOCL has a minimum duration of 150 nanoseconds; 
however, the duration varies with internal Processor operation. 
When an interrupt is recognized by the Processor, IOCL is 
inhibited to prevent the generation of additional IUR interrupt 
requests. IOCL remains inhibited until the Processor completes 
execution of the interrupt instruction. DMA controllers may not 
generate this signal. 


PRIN- Priority In and Priorit; Out. PRIN- and PROT- form an interrupt 
and priority chain which is strung serially through all interface 
PROT- controllers and memories, PRIN- is the name given to the priority 
chain where it enters en interface. If low, it allows the interface 
to generate interrupts. Each interface generates a PROT- signal 
to indicate that neither it nor other upstream devices are generating 
an interrupt. The PROT- signal from each interface is the PRIN- 
signal for the next downstream interface. 


IUA- Interrupt Acknowledge is а Processor generated signal which goes 
true upon recognition of any interrupt and remains true during 
execution of the interrupt instruction. DMA controllers may not 
generate this signal. 


IAR- Interrupt Address Request is a Processor generated signal which 
is used to request an interrupt address from an interface in 
response to an interrupt request. DMA controllers may not generate 


this signal. 


ECHO- Echo is generated by the Processor when an Auto I/O instruction 
has transferred all data or by an IMS instruction when the count 
overflows. ECHO- is typically used by the interface to request 
an interrupt. This interrupt vectors to a user-determined location 
in memory which normally contains а JST instruction to а sub- 
routine which performs the necessary housekeeping associated 
with an end-of-block о? elapsed count operation. DMA controllers 
may not generate this signal. 


ILi- and Interrupt Lines 1 and 2 are interface generated high priority 

IL2- interrupt request lines which interrupt to locations : 0002 and 
:0006, respectively. They are higher priority than the IUR line. 
IL1 has priority over IL2. IL1 and IL2 do not require interrupt 
vectoring by the interface ав does IUR. 


2.2.3.4 DMA Signals 


Nine signals are associated with DMA control and processing. These signals are: 
DPIN-, ОРОТ-, STOP- , SACK-, PFD- , SLB- , MST- , RD- and МАСК-. 
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DPIN- 
and 
DPOT- 


STOP- 


SACK- 


PFD- 


SLB- 


MST- 


RD- 


MACK- 
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DMA Priority In and DMA Priority Out. DPIN апа ОРОТ form а DM ` 
priority chain which is strung serially through all DMA controllers- 
and memories. DPIN- is the name given to the priority chain where 
it enters a DMA controller. If low, it allows the controller to access 
memory. Each controller generates a DPOT- signal to indicate that 
neither it nor other upstream controllers are communicating with 
memory. The DPOT- signal from each controller is the DPIN- signal 
for the next downstream controller. The DPIN- and DPOT- signals 
are strung through the "200" side of the motherboard only (see 
paragraph 2.4). 


Stop Processor is a DMA controller generated signal which stops 

the Processor upon completion of its current machine cycle to permit 
the DMA controller to gain control of the I/O bus. STOP- may be 
generated at any time and may remain active for any length of time. 


Stop Acknowledge is a negative-true Processor generated signal 
which informs DMA controllers that the Processor is no longer 
controlling the I/O bus and that the DMA controllers may take over 
the I/O bus. SACK- will remain true until STOP- is removed. 


Power Failure Detected is a power supply generated signal which 
when active forces any DMA operations to terminate in order to 
permit the Processor to shut down the system in an orderly mannei | 


Select Least Significant Byte is a Processor or DMA controller 
generated signal which is used for Byte Mode memory accesses. 
When SLB- is low, the least significant byte (bits 0 through 7) 
of the addressed memory word is accessed. When SLB- is high, 
the most significant byte (bits 8 through 15) of the addressed 
memory word is accessed. SLB- is used to disable memory 
during Autoload operations by forcing it low while AB15- is high 
(word mode). 


Memory Start is a Processor or DMA controller generated signal 
which is used to initiate a memory cycle. 


Read Mode is a Processor or DMA controller generated signal 
which when low indicates the current memory cycle is a read/ 
restore cycle. When high RD- indicates that the current memory 
cycle is a clear/write cycle. The Memory Protect options will 


force RD- low during any attempt to write into a protected memory 


location. 


Memory Acknowledge is a memory generated signal that is used to 
inform the Processor or DMA controller that data is available durin: | 
в read operation or that data has been accepted during a write № 
operation. 
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2.3 ELECTRICAL CHARACTERISTICS 


The Maxi-Bus is best classified as a hybrid tri-state open-collector (wire-OR) bus, 
unterminated. | 


Vde maximum and sourcing 2.0 mA at 2.4 Vde minimum. In a few isolated cases, open- 
collector TTL drivers (32 mA sink at 0.4 Vdc) are used. 


| Most Processor drivers are tri-state power elements, capable of sinking 32 mA at 0.4 
| 

| Processor receivers present опе standard TTL load to the line (-1.6 mA at 0.8 Уас, 

| 40 pA at 2.4 Vde). Depending on the nature ої the particular signal, pullup resistors 
| to +5 Vdc are used. 

| Open-collector drivers іп 1/О and memory modules are permitted on those bus lines 

| for which pullup resistors are provided. Minimum required drive capability is -32 
mA at 0.4 Vde max. Tri-state drivers electrically equivalent to the Processor bus 
drivers are also allowed, as long as the logic design of the system guarantees that no 
two tri-state drivers connected to the same bus line are simultaneously enabled. 
Receivers on I/O and memory modules may be any standard 74 series TTL device. 

i Only one such receiver per module is permitted. Maximum loading shall not exceed 

| 1.8 mA рег module. 


! Logic Levels 


(Negative-true) 


logic "0": 42.4 Vde min. 


| 
logic "1": +0.4Уас тах. 
Table 2-1 summarizes the driver, receiver and pullup circuits. 


2.4 MOTHERBOARD ORGANIZATION 


Any slot (other than the slot dedicated to the NAKED MINI LSI Processor) can accept 
either an I/O or memory module. 


Figure 2-2 provides a diagram of the system motherboard. The motherboard provides 
for six slots used as follows: 


Slot Purpose | 


NAKED MINI LSI Computer 
Universal (Memory or I/O) 
Universal (Memory or 1/0) 
Universal (Memory or 1/0) 
Universal (Memory or 1/0) 
Power Supply 
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In any given slot, either а full-width card (15" х 16.5") or two half-width cards 
(each 7.5" x 16.5") may be installed. One slot contains two connectors. The pins 
on one connector of a slot are numbered 100 through 186, and is referred to as the 
100- series connector; similarly, the other connector (pins 200 through 286) is 
referred to as the 200-series connector. 


With the exception of the priority chains, memory bank control, and two special Pro- 
cessor power supply signals, all signals are wired in a U fashion through all half-card 
connectors. All exceptions are described below. 


2.4.1 Interrupt Priority 


The daisy-chained interrupt priority string (PRIN-, PROT-) is wired in S fashion 
beginning at the 100-series connector of slot A, across to the 200-series connector, 
then in reverse direction across the two B slot connectors, etc., until all slots are 
connected. Both ends of the chain are connected to the expansion connectors. Both 
PRIN- and PROT- on the Processor connector (100-series connector, slot A) are used to 
carry special signals to the console; the actual origin of the priority chain is therefore 
the Processor side of the top slot (slot A200). 


2.4.2 Memory Bank Control, DMA Priority 


The memory bank control (MBIN, MBOT), DMA priority (DPIN-, DPOT-) and ТҮРІ- 
daisy-chains run down the 200-series connectors only. Therefore, memories and DMA 
controllers must be either full cards or half cards installed on the 200 series side only. 


2.4.3 Processor Power Supply Signals 


Two lines from the power supply, TTLF (twice the line frequency) and +5 H (hang 
power) wired directly between the power supply slot and Processor slot (slot A100). 


To facilitate expansion of the computer system beyond the first chassis and to provide 
for interconnect to the ALPHA І.БІ console, expansion connectors are supplied on the 
motherboard immediately above slot A. Two connectors are provided for Maxi-Bus 
expansion and one connector is provided to interconnect the console. 


In the event that insufficient slots are provided in the basic ALPHA LSI chassis for 
a given application, the Maxi-Bus may be expanded via a buffer card, cables, and 


! 

| 

2.5 EXPANSION : | 
і 

expansion chassis. 
i 
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The expansion chassis is a second ALPHA LSI chassis (identical motherboard, etc.). 
A buffer card is required to regenerate the Maxi-Bus. Cables interconnect the 
buffer card to the two motherboards via the expansion connectors. The Maxi-Bus 

of the computer on the motherboard may not be extended without electrical buffering. 


Expansion may extend to two, three or more chassis. As expansion chassis are 

installed, a speed degradation will occur. Memory modules located in expansion 

chassis will exhibit an apparent slower system access time. Similarly, I/O modules 

located in a second expansion chassis or beyond may require that the timing circuit 

of the Processor be altered to provide additional phase stretching during I/O operations 

(refer to Section 11). This timing circuit is modified simply by changing an option- | 

jumper connector which configures all jumper-controlled Processor options іп the | 

machine. This option-jumper connector mounts to the rear-edge of the Processor | 

option card. | 
| 
| 
| 


2.6 NAKED MINI LSI MAXI-BUS REQUIREMENTS 


In applications where the NAKED MINI LSI computer is used without the system i 
motherboard and is instead connected to I/O and/or memory modules via user- 
supplied cabling, printed circuit card, etc., the line length of each signal must be 
limited to 18 inches. 


The Maxi-Bus must be designed to minimize crosstalk, reflections, etc. , so as to 
preserve signal integrity. Recommendations as to line termination are available upon 
request. In general, consultation with Computer Automation is recommended to 
ensure system performance. x 
| 
! 


2.7 TWO-MODULE OPTIONS 


Any option requiring more than one printed circuit card may not use the motherboard 
for interconnection. Unique interconnections may be made via a jumper cable installed 
on the rear edge of the two cards. 


Ж 
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Section 3 
I/O TRANSFER TIMING 


3.1 INTRODUCTION 


This section describes the I/O transfer timing of the various I/O instructions. 1/О 
transfer timing is the period during an I/O instruction when data is transferred 
between the Processor and an interface and is shown in Figure 3-1. 


NOTE 


Unless otherwise noted, all timing intervals indicated in 
timing diagrams are given in nanoseconds. All timing 
intervals discussed in text are nominal. 


ТІН) ручная АШ 


(ШІ um mm 
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“ INTERFACE GENERATED 


Figure 3-1. 1/О Transfer Timing 
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3.2 1/0 BUS CONSIDERATIONS 


The A bus is active for non-I/O as well as I/O instructions. To guard against res- 
ponding to a non-I/O instruction, the I/O control signals (ЕХЕС-, IN- or OUT-) 
should be used when interpreting the A bus. The SER- signal is the only exception 
and may be driven independent of EXEC- , IN- or OUT-. 


Data should never be placed on the D bus by an interface except in the presence of 
IN- or IAR- . 


3.3 SENSE COMMAND TIMING 


No Maxi-Bus control signals are generated by the Processor during a Sense instruction. 
The addressed interface controller uses the function code information to determine 
which one of eight possible functions are to be sensed. The sense information is sent 

to the Processor via the SER- line. If the Processor is looking for a sense response, 
the SER- signal is gated into the Processor, otherwise it is ignored. The user has 

275 nanoseconds to stabilize the sense response after receipt of the Device Address 
signals. 


3.4 SELECT COMMAND TIMING 


During Select or Select and Present commands, the EXEC- signal is generated a minimum 
of 15 nanoseconds after the A bus stabilizes. The D bus is selected for output as a 
result of EXEC- and becomes stable a maximum of 150 nanoseconds after the leading edge 
of EXEC-. If a command register is used, the information on the D bus can be presented 
to the register by EXEC- and clocked in with PLSE-. The D bus contains all zeros 
during the SEL instruction and is equal to the contents of the Processor A or X regis- 
ter during the SEA or SEX instructions, respectively. 


The PLSE- signal is developed a minimum of 350 nanoseconds after EXEC-. PLSE- is 
generally used to clock all control flip-flops in the interface. Either the leading or 
trailing edge of PLSE- may be used to set or reset control flip-flops. 


3.5 INPUT TIMING 


All input sequences, regardless of the Input command type, appear basically the 
same to an interface. For all Input commands, the IN- signal is generated a minimum 
of 75 nanoseconds after the A bus stabilizes. The D bus is selected for input as a 
result of IN-. The IN- signal is used by the interface to gate data onto the D bus. 
Data must be present and stable on the D bus no later than 300 nanoseconds after IN- 
goes low. 


„~ 


А 
COMPUTER AUTOMATION, INC. 


The PLSE- signal is developed a minimum of 350 nanoseconds after IN- goes low. 
PLSE- is typically used to reset the buffer ready control in the interface. Either 
the leading or trailing edge of PLSE- may be used to reset the buffer ready control. 
Note, however, that data on the D bus must remain stable until the leading edge of 
PLSE- and must be removed no later than 75 nanoseconds after the trailing edge of 
IN-. 


If the Input command issued is conditional, the sense response (SER-) must be stable 
no later than 275 nanoseconds after the А bus stabilizes to guarantee detection of 

SER- by the Processor. If SER- is high from the 275 nanosecond point to the leading 
edge of PLSE-, the entire input sequence is repeated for a conditional input or block 
input until the SER- line goes low. If SER- is low at the 235 nanosecond point, the 
operation is terminated after the present cycle and PLSE- is generated to indicate 

that the Processor has accepted the data. If SER- changes state between the 275 nano- 
second point and the leading edge ої PLSE- , the Processor may or may not detect SER-. 


All sense responses are ignored by the Processor when executing unconditional Input 
commands. 


3.6 OUTPUT TIMING 


АП output instruction sequences, regardless of the output command type, appear 
basically the same to an interface. During ап Output command, the OUT- signal is 
generated а minimum of 75 nanoseconds after the A bus stabilizes. The D bus is 
selected for output as а result of OUT-. Once selected, the D bus stabilizes in а 
maximum of 150 nanoseconds after the leading edge of OUT- . 


Тһе PLSE- signal is generated a minimum of 350 nanoseconds after OUT- goes low. 
PLSE- serves two functions. The first is to clock output data into a receiving regis- 
ter in the interface. The second function is to reset the output buffer empty control 
in the interface. 


If the Output command is conditional, the sense response must be stable no later than 
275 nanoseconds after the A bus stabilizes to guarantee detection of SER- by the 
Processor. If SER- is high from the 275 nanosecond point to the leading edge of PLSE-, 
the entire output sequence is repeated until the SER- line goes low. If SER- is low 

at the 275 nanosecond point, the operation is terminated after the present cycle and 
PLSE- is generated to indicate the availability of data to the interface. If SER- changes 
state between the 275 nanosecond point and the leading edge of PLSE-, the Processor 
may or may not detect SER-. 


Any sense responses that are generated during an unconditional Output command are 
ignored by the Processor. 
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3.7 AUTOMATIC INPUT AND OUTPUT TIMING 


The Automatic Input and Output commands have essentially the same transfer timing 
аз all other 1/0 commands. The only difference is that when used as interrupt 
instructions they develop an ECHO- signal to the interface when the last word or 
byte of data has been transferred. The ECHO- signal occurs a minimum of 350 
nanoseconds after IN- or OUT-during the last transfer. ECHO- is typicall used 

by the interface to develop an end-of-block interrupt. These commands are 
unconditional commands that do not require a sense response. 


3.8 I/O INSTRUCTION LIST 


For the convenience of the user, Table 3-1 provides a list of the Processor I/O in- 
structions. The instructions are grouped into four major categories (sense, select, 
input and output). The input and output categories are further divided into uncondi- 
tional, automatic, conditional and block sub-categories. The conditional and block 
sub-categories require a sense response while the unconditional and automatic sub- 
categories do not. 
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Table 3-1. I/O Command List 


FUNCTION MNEMONIC MACHINE CODE (HEX) 


49XX 
48XX 
40XX 
44XX 
46XX 
58XX 
ЗАХХ 
78ХХ 
ТАХХ 
9CXX 
SEXX 
TCXX 
TEXX 
50XX 
54ХХ 
59ХХ 
SBXX 
19ХХ 
TBXX 
SDXX 
5ЕХХ 
TDXX 
TFXX 
71ХХ 
6CXX 
6EXX 
68XX 
60XX 
64XX 
6DXX 
6FXX 
69XX 
75ХХ 


бепзе 


Select 


Unconditional Input 


Automatic Input 


Conditional Input 


Block Input 
Unconditional Output 


Automatic Output 


Conditional Output 


Block Output 
XX = device address and function code 


тау be relatively far apart. For these reasons, a versatile and efficient computer 
needs a priority interrupt system. 
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Section 4 
4.1 INTRODUCTION 
Minicomputers perform in a wide variety of applications where they communicate 
with many different types of devices. These devices operate at widely varying 
speeds and generate events that occur randomly rather than at evenly spaced time 
intervals. If the events do occur at evenly spaced time intervals, these intervals 
If a computer does not have a priority interrupt system, the computer must poll 

all of the external devices which may require service. The polling must be at 

frequent enough intervals so that events are serviced within а reasonable time 

after they occur. Polling consumes considerable time, and may not allow much 
processing time between the handling of external events. 

The computer may continue processing data between external events, and may 


take time out from main program processing to handle external events as they 
occur. 


The NAKED MINI/ALPHA computers feature four levels of interrupts. Each inter- 
rupt level uses an interrupt-request line to get the attention of the Processor. Upon 
getting the attention of the Processor, the source of the interrupt vectors the 
Processor to an interrupt location in memory. The interrupt location contains an 
interrupt instruction which defines the specific action that the Processor is to take 
in processing the interrupt. 


The interrupt request lines are designated: Power Fail Interrupt (PFI); Console/ 
TRAP Interrupt (CINT); Interrupt Line 1 (111); Interrupt Line 2(IL2); and 
Interrupt Request (IUR). A priority level exists between each of these lines 
wherein PFI has the highest priority, CINT is second, 11,2 is third, IL2 is fourth 
and ГУК is lowest in priority. PFI, СІМТ, IL1 and IL2 are self-vectoring lines 

(the user does not have to supply the interrupt address). Тһе IUR line is shared 
by multiple devices and features a priority chain to resolve priority when two or 
more devices issue an IUR interrupt request at the same time. Each of the multiple 
interrupt sources that share the IUR line cause the Processor to be vectored to 


А priority interrupt system relieves the computer of the polling responsibility. 
distinct locations that can be anywhere in memory. 


Мороко оо о оо 
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4.2 INTERRUPT LINES 


The characteristics of each of the four interrupt request lines are discussed in the 
following paragraphs. 


4.2.1 Power Fail Interrupt 
ке: ди Бай садо ы-ы ud 


The Power Fail Interrupt (PFI) services the power down interrupt only. PFI is the 
highest priority interrupt line in the interrupt system and is not accessible to the 
user via the Processor Maxi-Bus. 


4.2.2 Console (TRAP) Interrupt 


The Console (TRAP) Interrupt (CINT) services the console interrupt and trap 
interrupt only. CINT is the second highest priority interrupt line and is not 
accessible to the user via the Processor Maxi-Bus. 


84254 Interrupt Line 1 


Inerrupt Line 1 (IL1) vectors all interrupts to memory location : 0002. The memory 
parity option uses IL1, however, the parity error interrupt forces IL1 to vector to 
memory location : 0012. 11,1 does not provide external priority resolution when 
servicing multiple devices. 11,1 is the third highest priority interrupt line and is 
accessible to the user via the Processor Maxi-Bus. 


4.2.4 Interrupt Line 2 
Interrupt Line 2 (IL2) vectors all interrupts to memory location : 0006. IL2 is the 
fourth highest priority interrupt line and is accessible to the user via the Processor 


Maxi-Bus. Like IL1, IL2 does not provide external priority resolution to service 
multiple devices. 


4.2.5 Interrupt Request 


The Interrupt Request (IUR) vectors interrupts to the Processor from virtually an 
unlimited number of devices. The IUR line has a priority string associated with 

it. The priority string insures that a device with a higher priority will be serviced 
before a lower priority device when two or more IUR requests occur at the same 
time. When the interrupting device has priority, it must furnish an interrupt 
address to the Processor upon request. In general, IUR interrupt addresses are 
user defined. 
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4.3 PROCESSOR GENERATED INTERRUPTS 


The LAPHA LSI computer generates two standard and six optional interrupts. In 
addition, two optional pseudo interrupts are generated. Each of these interrupts 
are discussed briefly in the following paragraphs in order of priority. 


4.3.1 Power Fail/Restart Interrupt (Optional) 


The Power Fail/Restart Option (PF/R) generates a power-down interrupt to location 
: 001C whenever a low power condition exists. The power-down interrupt has the 
highest priority of any interrupt processed by the Processor. When power is re- 
stored to an acceptable level, the PF/R logic causes the program counter to be set 

to location : 0000 and the RUN mode is established to restart the system. Although 
location : 0000 is the power-up location, it is not a true interrupt location but rather 
а pseudo interrupt since no interrupt processing is required to get to location : 0000. 


4.3.2 Autoload (Optional) 


The Autoload option utilizes the PF/R logic to develop a pseudo-interrupt to location 
: 0000 of a special Autoload read-only-memory аз а starting point for the Autoload 
sequence. 


4.3.3 Console Interrupt and Trap (Standard) 


А console interrupt сап be developed when the Processor is in the RUN mode and the 
INT switch on the console is depressed. A trap interrupt is developed when the 
TRP instruction is executed. Both the console and trap interrupt share the second- 
highest interrupt priority and they both interrupt to location : 001E. 


4.3.4 Memory Parity (Optional) 


The Memory Parity option generates a parity error interrupt to location : 0012 via 
the IL1 line whenever a parity error is detected during a memory read operation. 
The parity error interrupt is the highest priority interrupt on the 11,1 line but is 
lower in priority than the power-down, console and trap interrupts. 


4.3.5 Real Time Clock (Optional) 


The Real-Time Clock (RTC) option generates a clock and sync interrupt. The clock 
and sync interrupts share the second highest priority on the IUR line. The clock 
interrupt is vectored to location : 0018 while the sync interrupt is vectored to loca- 


tion : 001A. 
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4.3.6 Teletype Interface (Optional) 


The processor mounted TTY Interface generates both word and end-of-block interrupts 
via the IUR line. The word interrupt is vectored to location : 0002 while the end- 
of-block interrupt is vectored to location : 0006. These interrupt vectors are the 

same interrupt vectors that are used by the IL1 and IL2 lines. Since IL1 and IL2 

do not provide priority resolution and are of a higher priority than these interrupts, 
the TTY word and end-of-block interrupts should be displaced to alternate locations 
when IL1 and IL2 are used. A jumper option permits the word and end-of-block 
interrupts to be displaced to locations : 0022 and : 0026, respectively. When used 

in the full duplex mode the teletype interface generates four interrupts (locations 

: 0002, : 0006, : 0022, апа : 0026). 


4.4 OFFSETTING PROCESSOR GENERATED INTERRUPTS 


Figures 4-1 listsin the order of their absolute priority, the standard interrupt 
locations for all Processor generated interrupts. These interrupt locations are 

all located in the scratchpad area of memory. A jumper option permits the user 

to offset these locations by : 100 locations to place them outside the scratchpad area 
to allow more efficient utilization of the scratch area. IUR interrupts generated 

by non-processor mounted options may be individually offset to place them outside 
of the scratch area. 


NOTE 


The power-up restart and autoload start-up location 
(location : 0000) is not affected by the offset jumper 
option. 


4.5 PERIPHERAL GENERATED INTERRUPTS 


Peripheral interface controllers may request interrupt service via the IL1-, IL2- or 
IUR- request lines. The techniques used to develop these interrupt requests are dis- 
cussed in detail in Section 5 of this design guide. 


4.6 INTERRUPT TRANSFER TIMING (Figure 4-2) 


For the purpose of priority resolution, all interrupts must be synchronized prior to 
being generated. Synchronization can occur only during a main-line program instruc- 
tion. This is to insure that when executing the interrupt instruction, no other inter- 
rupt can intervene. When synchronization is obtained, the PROT- signal from the 
interrupting device goes high (false) to disable all down-stream IUR interrupts. 

When interrupts of higher priority than IUR are serviced , the Processor removes 

the PROT- signal (to the false state) to disable all IUR interrupts. 


ABSOLUTE PRIORITY 


IUR CHAIN 


20 


21 


POWER FAIL (РЕГ) 
TRAP INTERRUPT (CINT) 
CONSOLE INTERRUPT (CINT) 
MEMORY PARITY (IL1) 
INTERRUPT LINE 1 (11) 
INTERRUPT LINE 2 (112) 
RTC SYNC INTERRUPT (IUR) 
CLOCK INTERRUPT (IUR) 
TTY END-OF-BLOCK (ТОВ) 
TTY WORD (IUR) 

SLOT B200 

SLOT B100 

SLOT C100 

SLOT C200 

SLOT D200 

SLOT D100 

SLOT E100 


SLOT E200 


EXPANSION CHASSIS SLOT A100. 


EXPANSION CHASSIS SLOT A200 


EXPANSION CHASSIS SLOT B200 
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INTERRUPT ADDRESS 


: 001C С: 011C) 
: 001E (: 011E) 
: 001E (: 011E) 
: 0012 (: 0112) 
: 0002 (: 0102) 
:0006 (: 0106) 
: 001A (: 011A) 
: 0018 (: 0118) 


: 0006 (: 0106); 
OPTIONAL : 0026 (: 0126) 
: 002 (: 0102); 

OPTIONAL : 0022 (: 0122) 


Slots B through E accommodate 
plug-in modules (either memory 
ог 1/0). АПІ/О modules may 
use the IUR line and must pro- 
vide an interrupt address. 
Modules with multiple interrupt 
capabilities must have internal 
priority resolution and multiple 
addresses. The continuity of the 
priority chain must not be 
broken. If broken, interrupts 
below the break may not be 
recognized or may be recog- 
nized erroneously. 


Figure 4-1. ALPHA LSI Interrupt Organization 
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If interrupts аге enabled, the Processor recognizes an interrupt request when the 
current main-line program instruction has finished execution. When recognition of 
an interrupt is given, the Interrupt Acknowledge signal (IUA) is issued by the 
Processor and IOCL is turned off to inhibit any change in interrupt request status 
until the current interrupt operation is completed. 


Approximately 2 microseconds after IUA- goes low, the Processor generates the 
Interrupt Address Request signal (IAR-) and selects the D bus for input. IAR- is 
used by the interface to generate the interrupt address. The IAR- signal is low 
for approximately 750 nanoseconds. During this interval, the user generated 
interrupt address must be available within 300 nanoseconds of IAR- and remain 
stable until the leading edge of PSLE-. PLSE- is used in the more complex inter- 
rupt structures to reset the Interrupt Stimulus Store Control. 


IUA- will remain low until the interrupt instruction finishes execution. The duration 
ГОА- is low is a function of the number of machine cycles that are required to execute 
the interrupt instruction. When IUA- goes high, IOCL is re-enabled permitting sub- 
sequent interrupts to be generated. 
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Figure 4-2. Interrupt Transfer Timing 


4.7 INTERRUPT OPERATION CONTROL 


Two levels of control are associated with IL1, IL2 and ТОВ interrupt processing-- 
primary and secondary. The primary control level is provided by the Enable 
Interrupt flip-flop (EIN) in the Processor. The EIN flip-flop is accessible to the 
programmer and can be enabled or disabled on command. When enabled, EIN 
allows recognition of any interrupt. Likewise, when EIN is disabled, interrupts 
will not be recognized. 


The secondary control level is provided by an interrupt enable flip-flop in each 
interface controller. The interrupt enable flip-flop enables or disables the interrupt 
structure of the interface controller. Like the EIN flip-flop discussed above, the 
interrupt enable flip-flop in each controller can be enabled or disabled by means of 
a select command addressed to the specific interface with the appropriate function 
code. 


'This dual system of interrupt control can be very useful to a programmer. With this 
system, the programmer can control interrupts in general with the EIN flip-flop, 
yet enable or disable interrupts from selected devices as conditions dictate. 


Interrupts developed via the PFI and CINT lines are somewhat different in that they 
can be generated outside EIN control. In normal operation (that is, when operating 
under EIN control), the power fail, console and trap interrupts require that EIN 

be enabled. Most interrupt subroutines disable interrupts during execution of the 
subroutines causing high priority interrupts such as power fail to wait until EIN is 
re-enabled. A special jumper on the option board permits all interrupts generated 
on the PFI and CINT lines to be recognized regardless of the state of EIN. 


When the jumper option is employed, two new instructions (PFE and PFD) are used to 
control the Power Fail circuits. The PFE instruction must have been issued before а 
Power fail interrupt can be generated. Likewise, the PFD instruction disables the 
generation of a power fail interrupt. 


The Console Interrupt is controlled by the CIE and CID instructions in the same way as 
in normal operation. The trap interrupt is generated in the same manner as in 
normal operation. The only difference between normal operation and the jumper option 
is that EIN does not have to be set to generate the console and trap interrupts. 


Another useful programming feature is the SIN instruction. The SIN instruction per- 
mits the programmer to suppress recognition of all interrupts (and Byte mode opera- 


tion) for up to six instructions. 


Once an interrupt structure is enabled, an interrupt can be generated in five basic 
steps: 


Step 1 Stimulus Generation--The user generates the interrupt stimulus 
in response to some event or condition. 
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Step 2 Interrupt Request Generation--The interrupt structure of the 
interface controller, if enabled, stores the interrupt stimulus 
and generates an interrupt request. 


Step 3 Interrupt Recognition--The Processor upon receipt of the inter- 
rupt request waits for the current instruction to finish execution, 
and if system interrupts are enabled (EIN set), issues an inter- 
rupt address request. 


Step 4 Interrupt Address Generation--The interrupt structure of the 
interface controller responds to the interrupt address request 
by placing the interrupt address on the I/O data bus lines (except 
for IL1 and IL2 interrupt). 


Step 5 Interrupt Instruction Execution--The Processor fetches апа 
executes the instruction from the interrupt location. 


4.8 INTERRUPT REQUEST LINE TRADE-OFFS 


The user has a choice of three interrupt request lines, IL1, IL2 andIUR. The 
trade-offs associated with each of these lines are discussed below. 


The IL1 and IL2 interrupt structures are the simplest structures to implement in 
terms of hardware since they do not require interrupt address logic, Processor 
synchronization logic, or down-stream priority disable logic. All of these functions 
are provided in the Processor. The IL1 and IL2 lines are intended for single 

device applications where high speed devices require the highest available priority 


The IUR line is for multiple devices where each device competes for service via the 
priority chain. The priority of an interface controller can be changed by simply 
removing the interface controller from the computer chassis and relocating it in a 
higher or lower priority card slot. An IUR generating interface has greater flexi- 
bility in terms of address vectoring. If an address vector must be changed, the 
address may be offset from its base location to another location by means of address 
select lines. 
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Section 5 


DEVICE INTERFACE CONTROLLER, 
DESIGN TECHNIQUES 


5.1 INTRODUCTION 


This section describes how to design a device interface controller that will be compati- 
ble with the I/O structure of the ALPHA LSI computer. The logic circuits described 
here are from Computer Automation, Inc. standard interface products that are success- 
fully performing at user installations throughout the world. 


5.2 I/O CONTROL IMPLEMENTATION 


The following paragraphs describe device interface controller design requirements 
for compatibility with the I/O structure of the Processor. 


5.2.1 Device Address Decoder (Figure 5-1) 


The device address decoder is a comparator circuit which compares the five-bit 
device address field of an I/O instruction with the user assigned device address. 


The example A address decoder uses an exclusive-OR (EX OR) gate and an inverter 
for each of the five device address bits to be decoded. The outputs of the inverters 
are tied together to form a wired-AND address decoder output signal, DAXX. 


Address decoding is controlled by the five Peripheral Select signals (PS0- through 
PS4-). These signals are brought in from the peripheral interface connector to 
corresponding EX OR gates. If a true (low) address bit is to be decoded, the corre- 
sponding address select signal must be externally wired to ground (ground = true). 
Likewise, if a false address bit is to be decoded, the address select signal must be 
left open permitting the pull-up resistor to provide the false (high) address select 
signal. 


When the device address bit agrees with the address select signal, the output of the 
EX OR gate is low. All five device address bits must agree with the user defined 
address selection. If agreement is obtained, the decoder output signal DAXX goes 
high enabling recognition of 1/0 commands. 


Example B shows an address decoder which decodes device address :6. This type 
of decoder is used only in dedicated applications and does not provide the flexibility 
that the example A decoder offers. Refer to Appendix A for standard device address 
assignments. 
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Device address : 00 should not be used. This address is reserved for Pro- 


cessor, options, the console as well as certain control instructions. Using it will 


cause improper operation of the Processor. Furthermore, a device inter- 
face connector containing properly installed device address jumpers must 
be applied to the rear-edge connector at all times. If it is not, a default 
address of : 00 will be assigned to the module, causing the same problem 
referred to above. 


5.2.2 Function Decoder (Figure 5-2) 


The Function Decoder uses an MSI chip, or a network comprised of SSI chips to 
decode the contents of the Function Bus. The result is a function code (1 of 8 
maximum) which performs some function in the selected device interface con- 
troller. 


The choice of chips depends upon the user's application. Figure 5-2 shows three 
examples, A, B and C of how to implement the function decoder. When decoding 
three or less functions, example C may be the most efficient. However, if chip 
count is a factor, example A or B is probably more efficient. In any case, where 
more than three functions are to be decoded, example A or B is probably the most 
efficient. 


5.2.2.1 Example А 


Example A uses а TTL 7442 MSI chip which is a 4 to 10 Decoder. Inputs A, B and C 
аге the 2' , 22, and 23 inputs respectively. Input Р is the 24 input. When high, 
input D enables decoded output 8 or 9. However, only the first eight outputs of 
the decoder (0 through 7) are normally used, since eight is the maximum capacity 
of the three Function Bus lines in its normal configuration. D input is the enable 
input for the first eight decoded outputs, and utilizes the DAXX- signal for this 
purpose. When the device address is decoded, the DAXX- signal goes low, thus 
enabling the Function Decoder. 


Input lines from the Function Bus are first unloaded by inverter gates and then 
applied to the decoder. As an example, if all Function Bus lines were false (high, 
implying Function Code 0), lows would be applied to inputs A, B andC. The 
decode of all low inputs would be zero thus causing ЕС0- to go low. (Decoded 
outputs of a 7442 are always low.) If a high signal is required, it can be obtained 
by using a simple inverter gate, such as the TTL 7404 illustrated. 


5.2.2.2 Example B 


Example B is the same as example A, except that the outputs are reversed (output 


Т = FCO, output 6 = ЕСІ, etc.). However, example B can only be used where the 
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Function Bus lines will not be applied to any other circuit on the same device 
interface controller. This complies with the rule that each controller represents 
no more than one load to each I/O line. 


9.2.2 3 Example C 


Example C can decode only three function codes. TTL 7410 3-input NAND gates are 
the decoders. Тпе three Function Bus signals are applied to the appropriate NAND 
gates to produce ЕС0- through FC2-. If the decoded device address is to enable 
the function codes, TTL 7420 NAND gates can be used, with the DAXX signal 
applied to the fourth input of each gate. 


9.2.3 Select, Input or Output Command Decoding (Figure 5-3) 


Similar to the Function Decoder, the Select, Input or Output (1/0) commands can be "| 
decoded by an MSI chip or а network of SSI chips. Figure 5-3 shows two methods, 
example A and B, of implementing this circuit. When the various commands are 

fully decoded using the F bus signals, the Function Bus decoder alone is not generally 
needed. 


5.2.3.1 Example A 


Example A shows a TTL 7442 4 to 10 Decoder used as a Select, Input or Output com- 

mand decoder. The decoder also decodes the contents of the Function Bus, but only 

for the specific type of I/O command with which it is being used. Assume the decoder 

is used as a Select command decoder. The contents of the Function Bus are applied | 
to the A, B and C inputs to produce the appropriate function code--any one of up to | 
eight associated with the Select command. The decoder is enabled by NANDing 

DAXX (device address decoded), EXEC and PLSE. The Select command and associ- 

ated functions are decoded by the one circuit. sefer to paragraph 2.4 for Select 

command timing. 


9.2.3.2 Example В 


Example B shows a decode network of SSI chips. This circuit can offer greater 
efficiency than the 7442 chip, depending upon the application. For example, if 
three types of commands (Select, Input and Output) are used by a controller, and 
less than three functions are associated with each type command, it is probably 
more efficient to use decoders of this type, each utilizing the outputs of a single 
Function Decoder. 


5.2.4 Initialization Implementation (Figure 5-4) 


Initialization circuitry establishes а known static state within a device interface con- 
troller. Initialization is started by executing a Select command with a function code 
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Figure 5-4. Initialization Circuit 


A 
[ПОЛ Л качкі ООС нанс асі р ее COMPUTER AUTOMATION, INC. тігі 


dedicated to initialization (nominally Function Code 4) or by depressing the RESET 
switch on the Processor Control Panel. Figure 5-4 shows a circuit configuration for 
implementing initialization. When the device address and function code of the Select 
command are decoded, the DAXX and FC4 signals go high to prime the 3-input NAND 
gate. EXEC goes high during the Select command, enabling the gate to produce the 
INZX- and INZX signals. These signals are distributed throughout the controller to 
reset or set flip-flops, data registers, counters, etc. , to establish the known static 
state. INZX is also produced when the RST- signal goes low upon depression of the 
RESET switch on the front panel, or during а power fail/restart situation. 


5.2.5 Sense Command Implementation (Figure 5-5) 


The Sense command circuit can be implemented using an MSI chip or a network 
comprised of SSI chips. As in the Function and I/O command decoders, application 
determines the most efficient method. An MSI chip can accommodate up to eight 
sense conditions, and provide its own function decoding. (Function code deter- 
mines sense condition to be interrogated.) 


The SSI network can be implemented more efficiently where three or less sense 
conditions are to be interrogated. However, the circuit requires inputs from a 
Function Decoder. Both positive and negative, internal and external signals can 
be sensed. An example of each is described below and illustrated in Figure 5-5. 


5.2.5.1 Positive Sensing 


Example A shows positive sensing using a TTL 74151 MSI chip. The 74151 is an 8 to 
1 Multiplexer that provides internal function code decoding and an enable input 
(STROBE). It also provides both true and complement outputs. The top four inputs 
(0 through 3) are shown accepting External Sense (Е80 through ES3) signals from 
the external device. Pull-up resistors should be connected to each external input 
line (10K typical). Internal Sense (184 through IS7) signals are applied to inputs 

4 through 7. When the device address is decoded, the multiplexer is enabled by 
DAXX- at the Strobe input. The outputs of the Function Bus unloading gates are 
applied to the decode input of the multiplexer (А, В and С). The appropriate sense 
signal, as determined by the function code, is then applied to the two outputs. 

Only the high output (Y) is used in this case. The signal is inverted and applied 

to the Sense Response line (SER-) by the 7438 driver, When the Y signal is high, 
the БЕН- line goes low. When the Y signal is low, the SER- line stays high. 


Example B shows positive sensing using SSI chips. Both external and internal 
sensing is again illustrated. A separate Function Decoder is required to provide 
the necessary function codes, NAND gates combine the sense lines with the 
associated function codes. The outputs of the NAND gates are connected in a 
wire-ORed configuration to the SER- line. 
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5.2.5.2 Negative Sensing 


Example C shows negative sensing using the 74151 MSI chip. Negative sensing is 
similar to positive sensing, except that the low output (W) of the chip is employed, 
rather than the high output, the strobe input is grounded to permanently enable 
the chip and DAXX is used to gate the multiplexer output onto the SER- line. As 
with positive sensing, all external sense lines should be provided with pull-up 
resistors. 


Example D shows negative sensing using SSI chips. The negative-true signals are 
inverted and applied to 7438 2-input NAND gate drivers. Function code signals enable 
the appropriate driver. The outputs of the drivers may be connected іп а wire-ORed 
configuration before being applied to the SER- line. 


5.3 DATA TRANSFER CONTROL IMPLEMENTATION (Figure 5-6) 


The efficient transfer of data between the Processor and device interface controller 
is controlled by the various buffer control circuits shown in Figure 5-6. An Output 
Buffer Empty circuit controls the transfer of data from the Processor to the interface 
(Examples A and B). An Input Buffer Full circuit controls the transfer of data from 
the interface to the Processor (Examples C and D). 


5.3.1 Example А 


Example А shows ап Output Buffer Empty latch (OBE) comprised of two ТТІ, 7400 
negative input NOR gates. The latch is initially set upon execution of the Initialize 
command for the controller. The INZX signal goes high and is applied through the 
NOR gate to the set side of the latch, causing it to set. The OBE signal thus goes 
high and is applied to the Sense Multiplexer from which it can be interrogated by 
Sense or Conditional Output commands using the appropriate function code. The 
OBE signal can also cause an interrupt through implementation of interrupt logic. 
When data is transferred to the controller Output Buffer, the DAXX, OUT and PLSE 
signals go high, enabling the NAND gate whose output is applied to the reset side 
of the latch. The latch now resets, inhibiting response to further interrogations 
by the Processor. When the data has been transmitted, a signal should be generated 
to indicate completion of the transfer. (Data Transmitted--DXMT). DXMT is 
applied to the same NOR gate as INZX, causing the latch to set again and indicate 
that the buffer is ready for more data at the next Processor interrogation. 


В.З. Example B 


The circuit in example B does the same thing as example A. The only difference is 
а TTL 7474 D type flip-flop is used, rather than the dual NOR gate latch. INZX- 
direct sets the flip-flop. The high OBE signal is then available for interrogation. 
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When data is transferred to the Output Buffer, the flip-flop is direct reset. When 
DXMT- goes true, the flip-flop is once again set to indicate the buffer is ready to 
accept more data. 


5.3.3 Example C 


Example C shows a latch configuration of an Input Buffer Full circuit (IBF). The 
latch is reset by INZX upon initialization of the controller. After data has been 
transferred to the Input Buffer, a signal should be generated to indicate the com- 
pletion of the transfer (Data Received--DRCV). DRCV- sets the latch, causing 
IBF to go high. The IBF signal is then applied to the Sense Multiplexer where it 
can be interrogated by the Processor with Sense or Conditional Input commands. 
IBF can also cause an interrupt when implemented in the interrupt logic. When 
the data is transferred to the Processor, the DAXX, IN and PLSE signals go high, 
resetting the latch. 


5.3.4 Example D 


Example D shows an Input Buffer Full circuit using a TTL 7474 D type flip-flop. 
The flip-flop is direct reset upon initialization. The flip-flop is set when data is 
received (DRCV goes high). The flip-flop is then direct reset when the data is 
transferred to the Processor (DAXX, IN and PLSE go true). 


5.4 PERIPHERAL DEVICE INTERRUPT IMPLEMENTATION 


The design requirements for various interrupt structures compatible with the ALPHA LSI 
Computers are now discussed. 


5.4.1 Interrupt Address Rationale 


In general, interrupts are vectored to the first 256 words of memory. The main advan- 
tage for having interrupts vectored to this area of memory is in the housekeeping 
associated with certain interrupt instructions. An Auto I/O instruction, for instance, 
must have the word/byte count and address pointer redefined after a block of data has 
been moved. An IMS instruction must have the count value redefined after it has 
overflowed. If the interrupt instructions are in the first 256 words of memory , 

direct addressing can be used from anywhere in memory to update the instruction 
parameters in anticipation of the next interrupt pass. 


In applications where the use of the first 256 words of memory for interrupts makes 
programming difficult, all interrupts can be offset : 100 locations into the next 256 
words of memory. 
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| The number ої memory locations that are reserved for interrupts varies with each 
a interface controller. If the interface controller is intended to move data under 
| Auto I/O interrupt control, four locations should be reserved for the Auto I/O 
instruction and two locations for the Echo interrupt. If a simple tranfer of control 
is required, only two locations are required for a JST instruction. If external 
events are being counted, four locations must be reserved--two for the IMS 
instruction and two for the Echo interrupt. 


If multiple interrupts are developed by an interface, these interrupts are organized 
into a family. Referring to Appendix A, the Real Time Clock option has a four word 
interrupt family and the 103 Data Set Controller has a 16-word family. Family size 
is strictly a function of the number of interrupts an interface develops and the num- 
ber of locations required by each interrupt instruction. 


To preserve compatibility throughout the ALPHA computer family, interface controllers 
are designed to interrupt to an even numbered address. If an interface controller 
develops multiple interrupts, the base addresses of these interrupts are partitioned 
either two or four locations apart. The standard base addresses are : 0XX2, : 0XX6, 

: ОХХА and : 0ХХЕ. These standard base addresses leave locations : ОХХО and : 0XX8 
available for special interrupts, if required. 


The Auto I/O instruction requires three locations while the IMS and JST instructions 
require one location each. The unused reserved locations may be used for address 
pointers. 


5.4.2 Single Interrupt Implementation Using IUR- (Figure 5-7) 


This structure features an Interrupt Enable flip-flop (INTE), an Interrupt Stimulus 
Store flip-flop (INTS), an Interrupt Pending flip-flop (1Р1), priority determination 
logic, priority out disable logic and an interrupt address generator. 


The INTE flip-flop is a Ј-К type device which is synchronously set or reset by an 
addressed select command. Function code M (FCM) sets INTE while function code 
R (FCR) resets INTE. The INTS flip-flop is a D-type positive-edge triggered cir- 
cuit. When enabled, INTS sets on the positive excursion of the external stimulus 
signal (EXTS). 


An optional feature is an edge detector consisting of an Exclusive-OR gate and an 
inverter. The edge detector permits the use of either a high or low stimulus signal. 
The polarity of EXTS is defined by RPOL (Request Polarity). If EXTS is a low signal 
when active, RPOL is grounded. Likewise, if EXTS is a high signal when active, 
RPOL is left open and the pull-up resistor provides the positive-logic level signal. 
When both EXTS and RPOL are of the same polarity, the output of the edge detector 
will be high causing INTS to set, if enabled. Once both INTE and INTS are set, an 
interrupt request is generated. The Interrupt Pending flip-flop is enabled when 
INTE and INTS are both set. When enabled, IP1 sets on the negative excursion of the 
Processor I/O clock (IOCL). 


— 
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Once IP1 is set, the structure must have priority before an IUR interrupt request can 
be generated. If up-stream devices are not generating interrupts, PRIN- (priority 
in, pin 83) will be low. Both PRIN and IP1 are ANDed to produce the interrupt 
request signal, ME. ME is used to develop the IUR- signal and disable down-stream 
interrupts by causing PROT- (priority out, pin 84) to go high. 


When the Processor recognizes the interrupt request, it responds by issuing the 
interrupt address request (IAR). If ME is still high (a higher priority interrupt 
may have been generated at the same time as this one, causing PRIN- to go high, 
disabling ME), IAR causes the interrupt address to be generated. 


The interrupt address generator develops a unique vectored interrupt address. The 
base address that is developed is : 0ХХ2. The Interrupt Address Select lines (E4- 
through E256-) permit the user to displace the base address anywhere in the first 
512 words of memory. Grounding a particular address select line adds a corre- 
sponding decimal value to all base addresses. For example, grounding E32- adds 

32 decimal locations to all interrupt addresses. 


This type of address generation permits the user to re-define interrupt locations with 
a minimum of effort. In the event the user is limited by the number of pins available, 
specific data bus drivers can be used instead of the structure shown. 


When ME and IAR are high (ADRR), the data bus drivers are enabled and the inter- 
rupt address is transferred to the Processor. The Processor directs the contents of 
the data bus to the memory address register. After the memory address register is 
loaded, the PLSE signal is generated. The PLSE signal, NANDed with ADRR, will 
cause INTS to reset. 


At the end of the last cycle of the interrupt instruction, IOCL is re-enabled. With 
INTS reset and IOCL enabled, IP1 resets on the negative excursion of IOCL termi- 
nating the IUR interrupt request. 


The only feature of the interrupt structure not mentioned previously is the initialize 
feature. Generally all interface controllers have an initialize circuit which generates 
the INZ signal. INZ sets or resets all control flip-flops to a known condition. In this 
case, INTE and INTS are reset by INZ. INZ is typically generated in response to an 
addressed Select command with function code 4 or by the Processor generated System 
Reset signal, RST-. 


5.4.3 Echo Interrupt Implementation Using ТОВ (Figure 5-8) 
ен ва До айыры Batt 


The interrupt structure shown in figure 5-8 develops two interrupts on the IUR- 
request line. 


The structure is similar to the IUR structure described in paragraph 5.4.2 except 
than an Echo Interrupt flip-flop (ЕСНОІ) is added. Тһе interrupt request is 
developed as а result of ORing ІРІ and ЕСНОІ, and two base addresses are 
developed (: 0ХХ2 for ІРІ and : ОХХ6 for ECHOI). 
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ECHOI is enabled by IP1 and PRIN. If the structure has priority at the instant an ECHO is 
developed by the interrupt instruction, ECHOI sets when the ECHO is received. 

ЕСНОЇ is reset, if ІРІ is reset, if the structure has priority when IAR and PLSE аге 
received, 


Note that IP1 is set for the entire period of the interrupt instruction and that ECHOI 
is set only as long as required to obtain recognition from the Processor. 


5.4.4 Reentrant Interrupt Implementation (Figure 5-9) 


Reentrant interrupt programming permits an interrupt of higher priority to interrupt 
an interrupt subroutine. Interrupts of lower priority are not recognized. Reentrant 
interrupt programming requires that the Priority Out Disable latch be implemented in 
the user's interface hardware. When the latch is implemented, the generation of an 
interrupt sets the latch which in turn, disables the generation of PROT- to down- 
stream devices. 


The reentrant interrupt feature disables all lower priority interrupts for the duration 
of an entire interrupt subroutine. The reentrant interrupt circuit is shown in figure 
5-9. The circuit prevents the PROT signal from being transmitted to the next lower 
priority controller until the subroutine has been completed. The PROT disable latch 
is initially set when the interrupt request is acknowledged with the Interrupt Address 
Request (IAR) signal from the Processor. IAR is ANDed with ME to produce Address 
(ADRR) which enables the interrupt address drivers and also sets the PROT Disable 
latch. PROTD- thus goes low, disabling the 3-input NAND gate which normally pro- 
duces the PROT- signal when ME- goes false (high). Inhibiting the generation of 
РКОТ- prevents priority from being passed on to lower priority controllers until the 
latch is reset. 


The latch can be reset by issuing a Select command with a function code dedicated to 
resetting the latch, or by initializing the controller. When the Select command is 
decoded, the DEXP (combination of DAXX, EXEC and PLSE signals) signal goes high. 
DEXP is NANDed with the appropriate function code (FCX) and is applied through a 
negative input OR gate to the reset side of the latch. The latch is thus reset and 
PROT- is passed on to lower priority devices (if PRIN- is low). 


3.4.5 Single Interrupt Implementation Using IL1- or IL2- (Figure 5-10) 


The structure shown in figure 5-10 consists of an Interrupt Enable and an interrupt 
request driver. The interrupt enable is used to enable the driver. When the exter- 
nal stimulus is applied, an interrupt request is generated. This structure demands 
that the external stimulus remain active until some positive action takes place to ! 
move data or transfer control (the issuance of the IN-, OUT- ог ЕХЕС- control sig- 
nals with the proper device address). 
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Figure 5-9. Reentrant Interrupt Implementation 
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5.4.6 Echo Interrupt Implementation Using IL1 and IL2 (Figure 5-11) 


The interrupt structure shown in figure 5-11 develops two interrupts which utilize the 
IL1- and IL2- request lines. Since this interrupt structure is designed to accommodate 
апу echo generating instruction (the four Auto I/O instructions and the IMS instruction), 
no other devices may be attached to the IL1- and IL2- request lines. These lines are 
totally dedicated to this structure. 


This structure is essentially the same as the IUR- structure described in paragraphs 5.4.2 
and 5.4.3. The most significant difference is that the request flip-flops are distributed 
directly to the IL1- and IL2- drivers. The operation of this structure is essentially 

the same as the IUR structures, except during request termination. Once the interrupt 
request is generated, the request must be recognized by the Processor. The Processor 
recognizes the highest priority interrupt first and all other requests in their order of 
priority. Since there are four higher priority interrupts above IL1 (power fail, trap, 
console interrupt and memory parity) and five above IL2- (the four just mentioned and 
IL1), the interrupt structure must be able to detect no higher priority interrupt activity 
before terminating the request. The only thing that the power fail, trap, console interrupt 
and memory parity interrupts have in common is that during the interrupt address request 
interval, they all cause bit 4 of the Data bus to be low. If DB04- is low during IAR, the 
IL1 request will not reset but will remain active since the Processor has not honored the 
request. When no higher priority exists after generating the interrupt request, INTS 

is reset on the leading edge of the PLSE signal and terminates the interrupt request. 

To avoid re-triggering the INTS flip-flop, the interrupt stimulus should remain in the 
active condition until an addressed I/O command (Select, Input or Output) causes the 
source of the stimulus to reset. 


5.5 PRIORITY PROPAGATION 


It is the users' responsibility to propagate interrupt priority, regardless of whether or 
not an interface controller develops interrupts. If an interface controller does not develop 
interrupts, the PRIN- and PROT- signals must be jumpered together inside the interface 
controller. 


Interface controllers that develop IUR interrupts should use TTL gates for unloading 

PRIN- and driving PROT-. It is imperative that the propagation delays internal to the 
interface controller be minimized. А total of two microseconds is allowed for priority 
propagation through all controllers in a chain. The implementation of expansion chassis 
Buffer Card look-ahead propagation limits the longest priority propagation path to the 
maximum number of controllers that can be installed in two chassis (20 controllers). | 
Priority propagation delays should therefore be held to less than 100 nanoseconds average | 
per controller. 


5.6 I/O BUS LOADING RULES 


In order to conserve the I/O bus drive capability of the Processor, an interface should 
not present more than one load (1.6 ma typical) to any given I/O bus signal. If the 
interface controller presents more than one load to a given signal, the user should 
unload the signal upon entry into the interface. 
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5.7 РОМЕН AND GROUND SYSTEM CONCEPTS 


The power supply that is furnished with the ALPHA 16 LSI computer produces three 
voltages: +5Vdc, +12 Vde and -12 Vde. The +5 volt supply is used to provide the VCC 
voltage for all integrated circuits in the Processor, Memory and I/O modules. The +12 
and -12 volt supplies are used by the Processor and Memory modules and are available 
to all I/O modules if needed. Typically the +12 and -12 volt supplies provide power 
for analog and communications type interfaces. All three regulated voltages share a 
common ground system referred to as logic ground. 


Power (+5, +12 and -12 Vdc) and logic ground are distributed from the system power 
module through the motherboard to all plug-in modules. Within a module, +5V and ground 
are distributed by means of bus bars. The power and ground pins on the motherboard 
are organized such that each bus bar can pick up a separate set of pins. 


A typical па! card module has a density of 72 integrated circuits which are organized 
in six rows of 12 chips. A typical full card module has a density of 144 IC's organized 
in 12 rows of 12 chips. Bus bars are mounted in between each row of chips and on 
the outside edges of a card. A half card module has seven bus bars while a full 

card module has 13. Odd numbered bus bars are ground, even numbered bus bars 
are +5 Удс. 


Most 14-pin chips use pin 14 for Усе (+5 Vdc in this case) апа pin 7 for logic ground. 
A typical 16-pin chip uses pin 16 for Усе and ріп 8 for logic ground. By alternating 
the pin 1 orientation of each row of chips, two rows of chips can share a common +5 
or ground bus bar. All bus bars are approximately 14 inches long and have 24 pins 
located on .6 inch centers. The Усе pins of all chips in adjacent rows are routed to 
the nearest +5 bus bar mounting pad. Likewise, all ground pins in adjacent rows 
are routed to the nearest ground bus bar mounting pad. 


The bus bar is designed such that when it is installed there is a .075 inch gap be- 
tween the underside of the bus bar and the printed circuit board. This is to permit 
etched circuitry to pass underneath the bus bar without shorting. 


Table 5-1 lists all power and ground pin assignments that exist in the 100 and 200 
connectors of a typical motherboard slot. 


Table 5-1. Power and Ground Pin Assignments 


НАН ОО ој 


SIGNAL 


+5 Vde 
Ground 
+5 Vde 
Ground 
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There are two ground systems in the ALPHA 16 LSI computer. They are logic ground 
and chassis ground. It is recommended that the user avoid tying these two ground 
systems together. The chassis ground system usually has more noise than the logic 
ground system can tolerate. In the event it is necessary to tie the two systems together, 
they should be tied together at only one point in the users' system. For personnel 
protection, the chassis ground system is tied to earth-ground via the third wire in 

the AC line cord. 


5.8 FILTERING TECHNIQUES 


Integrated circuits introduce switching transients into the +5 Vdc power supply which 
must be filtered out. It is recommended that both high frequency and low frequency 
filtering be employed. The low frequency filter consists of a 2.2 microfarad, 10 per 
cent, 20 Удс tantalum capacitor between +5V and ground for each row of 12 chips. 
The high frequency filter consists of a .022 microfarad, 25 Vdc ceramic capacitor 
between +5V and ground for every four chips in a given row of chips. Thus a 

typical half card module would have 6 tantalum capacitors and 18 ceramic capacitors 
for transient filtering. Where a large number of MSI devices and Fairchild 9602 one- 
shots are used, it is recommended that a .022 microfarad ceramic capacitor be used 
for each device. 


Тһе -12 Vde supply is used by the inhibit drivers in memory. The inhibit drivers 
introduce approximately .5 volts of transient noise into the -12 Vdc power supply. 
If the user cannot tolerate this much noise, an inductive input type filter is recommended. 


5.9 STANDARD INTERFACE CONNECTOR 


The standard interface connector is a Viking 3VH50/1JN5 or equivalent. This con- 
nector features two rows of 50 contacts designated Al through A50 and B1 through 
R50. Contacts A1 through A50 interface with the contact strip on the solder side 

of the printed circuit board. Contacts B1 through B50 interface with the component 
side of the board. The interface connector should be installed with pins B1 and A1 
to the left as viewed from the rear of the computer. 


3.10 NORMAL INTERFACE PINS 


The interface pin assignments normally used by CAI for device address and 
interrupt address jumpers are listed in Table 5-2. 


А01 
А02 
А03 
А04 
А05 
А06 
А07 
А08 
А09 
А10 
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Table 5-2. Normal Interface Pins 


SIGNAL 


*5Vdc 
*5Vdc 
Ground 
Ground 
Ground 
Ground 
Ground 
Ground 
Ground 
Ground 
Ground 
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Section 6 


DMA DESIGN REQUIREMENTS 


6.1 INTRODUCTION 


The ALPHA LSI computer has a direct memory access post (DMA) which permits 
specially built controllers (referred to as DMA controllers) to transfer data via the 
Maxi-Bus at very high speed to or from memory or other controllers. 


6.1.1 Maxi-Bus Characteristics 


The Maxi-Bus consists of 58 lines (plus power and ground) that are used to convey 
address, data and control information to or from the Processor, DMA Controllers, 
Memory and I/O contollers. 


‘ae Maxi-Bus provides a common transfer path for all system modules. Maxi-Bus 
transfers involving memories are asynchronous wherein the amount of time that sig- 
nals from a source device spend on the Maxi-Bus depends upon the access and cycle 
time of the addressed memory and not upon a fixed clock interval. All Maxi-Bus 
operations between the Processor and Input/Output controllers are synchronous and 
therefore do not require timing generation within I/O controllers. 


^1. address and data signals as well as memory control signals from a source device 
must be driven 32 mA tri-state drivers. Certain control signals that can be driven 
simultaneously by more than one device must use 32 mA open-collector drivers. 
Standard TTL receivers can be used by all devices. Only one receiver per line per 
mc сше is permitted and the maximum receiver loading must not exceed 1.8 mA per 
module. 


Address and data lines are shared by memories and I/O devices. During communi- 
cation intervals involving memories, all bus drivers on these lines must be tri-state. 
During communication intervals involving standard I/O devices, bus drivers may 
be either tri-state or open collector. 


6.1.2 Processor Provisions 
золі аны Міо 


The ALPHA LSI Processor is designed to surrender the Maxi-Bus to а DMA controller 
whenever a stop command (STOP-) is received. Upon receipt of the STOP- signal, 
the Processor completes the current microcycle, stops and sends a stop acknowledge 
signal (БАСК-) to the requesting DMA controller ($). 


A DMA controller may generate STOP- at any time and keep the signal active for any 
length of time. The SACK- signal will remain active as long as STOP- is active. 
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6.1.3 Memory Operations 


DMA controllers may communicate directly with memory. The DMA controller must 
emulate the Processor by generating a memory address and appropriate control signals. 
Memory operations may be either read (data accessed from memory) or write (data 
written into memory). Data can not be read, modified and rewritten in one cycle. When 
communicating with a single memory, data transfer rates of up to 625,000 words per 
second can be achieved with the standard 1.6 microsecond memories. When more than 
one memory module is used in the computer, DMA transfer rates of up to twice the basic 
speed of the memory can be achieved by making alternate memory accesses in different 
modules. Memory interleaving straps allow even and odd addresses to be in separate 
memory modules so that sequential addressing automatically alternates between modules. 


In addition to word transfer capabilities, byte transfers may be performed by a DMA 
controller. All byte packing and unpacking is done automatically by the memories with 
all byte data transferred on the lower eight data bus lines (the upper eight data bus 
lines are ignored during byte transfers) , 


All memories contain data and address registers to permit asynchronous operation. 
During a write operation, the source device furnishes an address and data along with 

а memory start signal. As soon ав the address and data is stored in its registers, the 
memory issues an acknowledge signal and releases the bus even though it has not 
actually finished the write operation. During a read operation, the memory accesses 

the addressed location, places the data on the D bus and then issues the memory acknow- 
ledge signal. When the source device recognizes the memory acknowledge signal, it 
removes the start signal releasing the Maxi-Bus. Any memory restore operation or 
overhead interval does not tie up the Maxi-Bus and therefore the Processor or a 

DMA controller is free to perform another operation. 


A ОМА controller may emulate the I/O instructions of the Processor. The DMA control- 
ler may issue Input, Output, Sense, Select, and Select and Present commands. It may 
perform conditional and unconditional I/O. All I/O command and control lines of the 
Maxi-Bus that are used by the Processor for I/O operations are available to a DMA con- 
troller when the Processor is stopped. 


6.1.5 Limitations 


А DMA controller is not permitted to use the interrupt processing capabilities of the 
Processor. Interrupts are reserved for use by the Processor only. 1/0 controllers 
that are under control of a DMA controller must have their interrupt facilities disabled. 
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When multiple DMA controllers are employed in a system, they must compete for 
control of the Maxi-Bus on a priority basis. DMA Priority lines are strung serially 
through the 200 series connectors of the ALPHA LSI motherboard. Therefore, DMA 
controllers must be either full cards or half cards that are installed in the 200 series 
connectors of the ALPHA LSI motherboard. 


When using the standard expansion chassis buffer card, a DMA controller must be in 
either the same chassis or in a chassis that is closer to the Processor than a memory 
or I/O controller that it must communicate with. This is because the expansion buff- 
fer card treats unidirectional lines (such as the A bus lines) as originating from the 
Processor end of a chain of expansion chassis. Therefore unidirectional signals 
which normally originate from the Processor cannot be transmitted to an upstream 
memory or 1/0 controller. 


6.2 DMA TIMING 


The following paragraphs define DMA transfer timing. All timing intervals shown in 
timing diagrams are in nanoseconds and all timing intervals discussed in the text are 
nominal. Times determined by memory access and cycle intervals are shown for the 
standard 1.6 microsecond memory and may be different for other types of memories. 


6.2.1 Maxi-Bus Acquisition Timing (Figure 6-1) 


Two signals are involved with Maxi-Bus acquisition: STOP- and SACK-. When a 
DMA controller is ready to make a transfer it drives the STOP- line low (ground- 
true). The Processor upon seeing STOP- low, immediately begins preparing to 
vacate the Maxi-Bus. After performing the required internal housekeeping asso- 
ciated with stopping. the Processor drives the Stop Acknowledge (SACK-) signal 
low (ground-true). The time interval from the leading edge of STOP- to the lead- 
ing edge of SACK- can be as much as 4800 nanoseconds for the Type 1 Processor. 


Once SACK- goes low, the DMA controller is free to commence transfer operation. 
Typically, DMA controllers operate on a request basis wherein they make one trans- 
fer for each request received from an associated peripheral. If the DMA controller 
receives another request prior to completion of the current transfer (burst mode), 

it will keep STOP- active, otherwise it releases the STOP- line when the current 
operation is completed. 


After releasing the STOP- line, the DMA controller may not attempt to reacquire the 
Maxi-Bus before SACK- goes high. The Type 1 Processor can take up to 2400 nano- 
seconds to raise SACK- and restart programmed operation. Once SACK- goes high, 
the DMA controller is forced to wait out the DMA acquisition period before acquir- 
ing the Maxi-Bus again. Therefore, the worst case latency period is 5600 nanosec- 
onds for the Type 1 Processor. The Type 2 Processor DMA latency is a function of 
the type of memory used. The Type 2 Processor DMA latency times are as follows: 
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Core 1200 = 1825 nanoseconds 
Core 1600 = 2575 nanoseconds 


| 
| Core 980 = 1405 nanoseconds 
| 
| 
| SC 1200 = 3025 nanoseconds 


Latency time may be longer if a higher priority DMA controller is also requesting the 
Мах!-Виз. 


OPERATION ACQUISITION OPERATION RE-SYNC RE-ACQUISITION OPERATION 


STOP | Em довы 
I — «800 MAX — - 2400 МАХ —>je— 200 MAX — 


————— | 
SACK 
— WORST CASE LATENCY — 


PROCESSOR | INITIAL | DMA | PROCESSOR | DMA 


Figure 6-1. Maxi-Bus Acquisition Timing 


6.2.2 Memory Transfer Timing (Figure 6-2). 


Memory modules of various speeds, sizes and technologies may be intermixed in a sys- 
tem. The standard 4K core memory has a cycle time of 1600 nanoseconds which provides 
a maximum data transfer rate of 625,000 words/bytes per second. 


A memory cycle is divided into an access interval and an overhead interval. The access 
interval is the period when data is transferred to or from memory. The overhead inter- 
val is used for internal memory operations. For core memories the overhead interval 

is used to restore the contents of the word just read or to write the word just transferred. 
For non-destructive readout memories, the overhead interval consists primarily of logic 
recovery time. For dynamic MOS memories, the overhead also includes cycles stolen 

by memory to refresh dynamic storage. During the overhead interval, the Maxi-Bus is 
available for other operations. 


For DMA applications requiring data transfer rates in excess of 625,000 words/bytes per 
second, memory interleaving can be employed. When alternate memory cycles address 
different memory modules, each memory's overhead interval can be used to access 
another memory, yielding transfer rates up to twice that possible with a single memory. 


the memory module to operate in the interleaved mode. Each memory module can be con- 
figured to respond to either even or odd memory addresses. This feature allows sequen- 


| 

| 

| 
Each memory module features static control lines at the rear of the module which permit 
tially addressed memory locations to automatically alternate between memory modules. 


А. NORMAL (ADDRESSING RANDOM) 


| MEMORY CYCLE №+1 | MEMORY CYCLE М 


MEM В 
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| MEMORY CYCLE М | MEMORY CYCLE N+2 
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МЕМА АССЕ55 OVERHEAD ACCESS OVERHEAD 


ACCESS OVERHEAD ACCESS 


B. INTERLEAVED 


Figure 6-2. Memory Addressing Comparisons 


A DMA read access sequence is started by the DMA controller placing the desired 
memory address on the A bus. A minimum of 75 nanoseconds is required for A bus 
settling and address recognition for all memories before the DMA controller drives 
the Memory Start signal (MST-) low. The Read signal (RD-) must be driven low no 
later than 25 nanoseconds after MST- goes low. 


The addressed memory begins execution of a memory cycle when MST- goes low, 
and after it has finished any previous operation. When the addressed location has 
been accessed (approximately 450ns for standard 1600ns memories), the contents of 
the addressed memory location are placed on the D bus and a Memory Acknowledge 
signal (MACK-) is issued. The information of the D bus will remain stable until 
MST- is removed. 


Upon receipt of MACK-, the DMA controller is free to disengage the A bus. After 
allowing for settling time on the D bus, the DMA controller stobes the contents of 

the D bus into a receiving register and removes MST- and RD-. The memory mod- | 
ule removes МАСК- оп the trailing edge of MST- and disengages the D bus on the 

trailing edge of MST- or RD-, whichever goes away first. The DMA controller must 
disengage the A bus prior to or coincident with removal of MST-. The DMA control- | 


і 
6.2.2.1 DMA Read Access Timing (Figure 6-3) 
| 


ler may not initiate another memory cycle until MACK- has been removed. 
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Figure 6-3. Read Access Timing 


6.2.2.2 DMA Write Access Timing (Figure 6-4) 


A write access sequence is similar to a read access sequency except that the RD- 
signal is held high and the write data is presented to the addressed memory at the 
same time MST- is generated. 


A write access is started by placing the memory address on the A bus. After a 

minimum of 75 nanoseconds the Memory Start signal is driven low. The RD- signal 
is held high and the write data is gated onto the D bus no later than 25 nanoseconds 
after MST- goes low. The memory indicates acceptance of the write data by driving 


the MACK- signal low. 


The DMA controller must disengage the A bus and the D bus and remove MST- when 
МАСК- goes low. МАСК- is removed on the trailing edge of MST- at the memory. 
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Figure 6-4. Write Access Timing 


6.2.3. I/O Transfer Timing 


A DMA controller may transfer data to or from another controller by emulating the 
Processor's operations on the I/O control signals. I/O Transfer timing is discussed 
in detail in Section 2 of this manual. 


A single exception to standard I/O transfer sequencing involves generation of MACK 
during I/O transfers under DMA that do not involve the use of memory. In this case 
the DMA controller must generate МАСК- for a minimum of 100 nanoseconds prior to 
completion of the 1/0 transfer. This allows other DMA controllers in the system to 
synchronize any pending Maxi-Bus requests and properly auction DMA priority (see 
paragraph 6.3.2.2). 


—.. U misin Ñ... Е 
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6.3 OPERATIONAL OVERVIEW 
DMA controllers generally have three basic phases of operation. These phases are 


initialization, execution, and termination. This section provides a general overview of 
each of these phases. A simple overview flow chart is shown in figure 6-5. 


6.3.1 Initialization 


The initialization phase is used to transfer task parameters from an operating program to 
the DMA controller. Typically, the task parameters define operating modes, data trans- 
fer paths, the total number of transfers to be made, the starting memory address (if 
memory is involved) and search parameters for items such as a disk or tape unit. The 
complexity of the task parameters is directly related to the complexity of the DMA control- 
ler and the various tasks it can perform. Depending on the DMA controller design, the 
task parameters can be transferred from memory to the DMA controller's registers either 
by use of normal I/O instructions or by means of a task control block which is read from 
memory by the DMA controller. 


Once the task parameters have been transferred, the DMA controller may begin data 
transfer execution. 


6.3.2 Execution (Figures 6-6 through 6-8) 
————————— U 


The execution phase is entered upon completion of initialization. When the associated 
peripheral logic is ready to transfer data, it generates a DMA transfer request. The 
DMA controller executes the DMA request in three stages. These stages are Maxi-Bus 
acquisition, priority auction, and data transfer. Figure 6-6 shows a typical implementa- 
Чоп of the Maxi-Bus acquisition and priority auction logic. Figure 6-7 shows the state 
counter and decoder implementation. Figure 6-8 depicts the timing for both a memory 
write and memory read operation. 


6.3.2.1 Maxi-Bus Acquisition 
Maxi-Bus acquisition is initiated upon receipt of a data transfer request. The Maxi-Bus 


acquisition logic consists of three control elements: a Request Store flip-flop (RQ), a 
Request Sync flip-flop (REQF) and a STOP- driver. 
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INITIALIZATION PHASE 
€ Obtain Task Parameters 
From Operating Program 


EXECUTION PHASE 
€ Maxi—Bus Acquisition 
€ Priority Auction 

ө Data Transfer 
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€ Issue End—Of—Operation 
Interrupt 

€ Provide Transfer Status 


Figure 6-5. DMA Operational Phases 
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The data transfer request is stored in the Request flip-flop. RQ remains set until the 
data transfer stage is entered. 


If no DMA operations are currently in progress (Processor Stop Acknowledge signal, 
SACK-, high), the Request Sync flip-flop is asynchronously set which causes STOP- 
to go low requesting use of the Maxi-Bus. If a DMA operation is in progress (SACK- 
low), the Request Sync flip-flop must be set synchronously with Memory Acknowledge 
(MACK-) to assure proper bus operation. 


6.3.2.2 Priority Auction 


Priority auction is required only if multiple DMA controllers are employed in the same 
system. Priority auction permits multiple DMA controllers to compete for use of the 
Maxi-Bus by means of the DMA priority string (DPIN- and DPOT-). DPIN- is the 
name given to the priority chain as it enters а controller and DPOT- is the name given 
to the priority chain as it leaves each controller. The DPOT- of one controller is the 
DPIN- of the next lowest priority controller. A DMA controller has priority if its DPIN- 
line is low. The number of DMA controllers which may be used within the system is 
limited only by priority ripple time on the priority string. Nominally 200 nanoseconds 
are allocated to priority ripple. Where more than 200 nanoseconds is required for 
priority ripple, each DMA controller must be designed to abstain from beginning a 
transfer operation until sufficient time has elapsed for priority ripple. 


Priority auction occurs at two times: after the leading edge of SACK- and, if another 
request has been received, after the data transfer (after the trailing edge of MACK-). 
If only one DMA controller is installed in the system or if only one DMA controller is 
allowed to be active at a time in multiple DMA configurations, then priority ripple time 
need not be allocated. 


Within the DMA controller, priority auction is controlled by а DMA Start flip-flop 
(START). START is enabled by REQF (which indicates that а synchronized data trans- 
fer request is pending) and is clocked by the leading edge of SACK- during initial 
Maxi-Bus acquisition or by the trailing edge of MACK- during sequential DMA operations. 
When set, START inhibits downstream DMA Priority (DPOT-, high) and starts the DMA 
state counter. 


When two or more DMA controller START controls are set simultaneously, the highest 
priority controller inhibits priority to the downstream controllers. The downstream 
controllers upon seeing DPIN- high, reset their START flip-flop and DMA state counter 
aborting the data transfer. An aborted transfer remains pending until all higher priority 
DMA requests have been serviced. 


Priority auction terminates when the auction interval (normally 200 nanoseconds) has 
been timed out. 
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к 6.3.2.3 Data Transfer 


When the data transfer interval is entered, the DMA controller is free to initiate 
data transfers to or from memory or another I/O controller. All data transfer 
timing is controlled by the DMA controller per paragraph 6.2.2 for memory trans- 
fers and per Section 3 for transfers to/from another I/O controller. For each data 
transfer, the DMA controller must generally decrement a word or byte counter and 
increment an address counter if transferring data to/from memory. These over- 
head operations generally take place immediately after a data transfer to assure 

that address information is stable during the next data transfer. When a data trans- 
fer is completed, the DMA controller enters the Priority Auction stage if more data 
transfers remain or enters the termination phase if all transfers are complete. 


6.3.3 Termination 


A DMA controller should provide for two types of termination: normal and abnormal. 
A normal termination occurs when the transfer counter decrements to zero with no 
errors detected. An abnormal termination occurs if an error condition exists. Since 
DMA transfer operations can be terminated for a variety of reasons, termination flags 
should be used to store the reason for a termination. 


When a termination condition exists (either normal or abnormal) subsequent DMA 
transfer requests are inhibited, Maxi-Bus control is returned to the Processor, and 
an end-of-operation interrupt is developed by the DMA controller. In some cases Е 

it may Бе desirable to have the Processor periodically examine DMA controller status 
rather than generate a termination interrupt. 


Typically, the end-of-operation interrupt service routine will input the termination 
flags and any other pertinent status and determine if the complete transfer was 
acceptable. If the data transfer was not acceptable, the software may retry the 
transfer operation if it deems it necessary. 


It is the responsibility of all DMA controllers to terminate with the current bus op- 
eration and not request further bus operations in the event of a power failure (PFD- 
low). This is necessary to allow the Power Fail/Restart circuitry to interrupt the 
Processor so that a software power down subroutine can be executed. Normally a 
DMA controller will set a termination flag in the event of a power failure during op- 
eration so that software will be aware of an incomplete operation. 
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6.4 BASIC DMA CONTROLLER ARCHITECTURE 


A typical DMA controller interface between memory and a high speed peripheral device. 
It must be able to emulate the Processor in terms of controlling memory and making 
block data transfers of any length. А typical DMA controller must be able to perform 
the following operations: 


1. Provide initialization sequencing by programmed I/O or 

DMA transfer. 

Stop the Processor to sieze control of the Maxi-Bus. 

Initiate a memory cycle. 

Define either a read or write operation. 

Provide temporary data storage and asynchronous data 

transfer to/from the associated peripheral. 

6. Maintain the memory address for the current transfer and 
increment the address for the next transfer. 

7. Maintain a count of the number of remaining transfers. 

Provide error detection. 

9. Terminate transfer operations (surrender Maxi-Bus to 
Processor) after the last transfer or upon an error indica- 
tion. 

10. Provide end of operation interrupt or status response. 


сл ы WwW t> 


со 


A basic DMA controller features a control section, a word/byte counter, an address 
register/counter and a data channel as shown in Figure 6-9. 


6.4.1 Control Section 


The control section consists of initialization logic, а mode control register, Maxi-Bus 
acquisition controls, DMA priority logic and a 3-bit state counter and decoder. 


The initialization logic is used to set up the DMA controller for subsquent operation. 
The initialization logic generates load signals for the mode control flags, the word 
counter and the address register. Two techniques can be used to implement the 
initialization logic. One technique involves the use of programmed I/O to set flags 
and load registers. An alternate technique involves the use of a sequencer and the 
DMA control logic to access a task control block in memory. 


The Maxi-Bus acquisition controls issue the Processor STOP- signal in response to 
8 DMA request. 
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The DMA priority logic permits DMA operations between multiple DMA controllers. Dur- 
ing each DMA cycle, the DMA priority is auctioned so that a higher priority DMA con- 
troller can transfer data. 


Тпе 3-bit state counter is used to time all operations during a data transfer. The de- 
coder network decodes specific states of the state counter to generate a memory start 
signal, increment or decrement registers and gate data and address information to 
memory. 


The mode control register has a minimum of 1-bit storage for the Read/write mode 
flag. If the user wishes to implement the Byte mode, a Byte mode flag is required to 
distinguish word transfers from byte transfers. Тһе mode control register may be 
expanded to accommodate other user defined flags as deemed necessary . 


6.4.2 Word/Byte Counter 


The Word/Byte counter is a 16-bit parallel-loaded binary counter. During initializa- 
tion, the word/byte count that corresponds to the total number of words or bytes to be 
transferred is parallel loaded into the register. During execution, the word/byte 
counter is decremented with each DMA transfer to or from memory. The word/byte 
counter also requires a word count equal-to-zero detection feature. This feature mon- 
itors the count during each transfer such that when the word count reaches zero, sub- 
sequent DMA requests are inhibited and termination operations are performed (typi- 
cally an end-of-operation interrupt). 


6.4.3 Address Counter 


The address counter is a 16-bit parallel-loaded binary counter. During initialization, 
the starting address of the memory area being accessed is parallel loaded into the 

low order 15 bits of the counter. The MSB of the counter is set false for word mode 
and true for Byte mode. During execution, the address counter is incremented for 
each transfer (after MACK- is received). During Byte mode operations, the SLB flag 
(Select Least Significant Byte) is used as the LSB of the address count. When SLB- is 
low, the least significant byte of the transferred data word is read from or written into 
memory. Likewise, when SLB- is high, the most significant byte of the transferred 
data word is used. SLB- must be high (or not used) during word mode operation. 


6.4.4 Data Channel 


The data channel is a temporary storage element that serves as a staging area for DMA 
data transfers to or from memory. The complexity of the data channel is determined 
by two factors. The first factor is DMA latency. DMA latency is defined as the time 
required, under worst case conditions, for the Processor to surrender the Maxi-Bus 
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to a DMA controller. This worst case time for the NAKED MINI/LSI with the standard 
1600 nanosecond memory is 5.6 microseconds (this is the maximum time that the Pro- 
cessor requires to do internal housekeeping and generate a Stop Acknowledge - 
SACK-). The second factor that determines data channel complexity is the user's 
maximum data transfer rate when writing into memory. 


Using the 5.6 microsecond DMA latency as a constant, the number of buffers that 
would be required for temporary data storage in the data channel is directly related 
to how many word transfers could be attempted prior to gaining control over memory. 
For instance, if the user has a data transfer rate of 750 kilowords per second, 1.3 
microseconds would be required for each data transfer. With a latency of 5.6 micro- 
seconds and a transfer rate of 1.3 microseconds, а minimum of four words would be 
transferred and the transfer of a fifth word would have started before memory was 
under control. Thus, five buffers would be required for a 750 kiloword transfer rate. 
Furthermore, the memory capability would have to operate in the interleaved mode. 
The number of buffers required for various transfer rates are summarized in the 
following chart: 


Data Transfers Up To Number of Buffers Required 


178,571 words/bytes/sec 

357,142 words/bytes/sec 

535,713 words/bytes/sec 

714,284 words/bytes/sec interleaved 

892,855 words/bytes/sec interleaved 
1,071,426 words/bytes/sec interleaved 
1,249,997 words/bytes/sec interleaved 
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The user сап avoid the necessity of multiple buffers by use of a Hog Mode flip- 
flop. This flip-flop keeps the STOP-line active and disables downstream priority 
even though transfer requests are not occurring at a sufficient rate to sustain 
burst mode. In the burst mode, every memory cycle is dedicated to DMA trans- 
fers, i.e., 16-bit word transfer rate of 625 kHz (single memory). The TYP1- 
signal on the motherboard permits the DMA controller to sense which Processor is 
installed and perform Hog Mode transfers if necessary. ТҮРІ- is ground when the 
Type 1 Processor is installed and is open when the Type 2 Processor is installed. 
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Section 7 


INTERFACE CONTROLLER 
MECHANICAL CONSIDERATIONS 


7.1 INTRODUCTION 


This section discusses the mechanical design of a printed circuit board which can 
be installed in an ALPHA 16 LSI computer chassis. 


Either full or half printed circuit boards may be used. When half boards are 
used, two half boards are joined together to form a full board. 


All boards use bus bars to distribute power and ground to circuits. The bus 
bars minimize the ground and power etch runs, leaving more space on the 
board for signal etched circuit routing. The bus bar design permits etched 
circuitry to be routed underneath the bus bar with no danger of shorting. 


Fiberglass stiffeners are used on all boards to eliminate sag and provide improved 
structural integrity. 


7.2 CHASSIS CONSTRAINTS 


The computer chassis is designed to accommodate a printed circuit board which 
has a width of 15 inches. All printed circuit boards are installed in the hori- 
zontal position. When installed, the chassis provides four-way support for 
the printed circuit board. The card guides support both sides of the printed 
circuit, the motherboard connectors support the front, and a notched card 
retainer supports the rear edge. 


The thickness of the printed circuit board is determined by the motherboard 
connectors. A typical board is .062 inches thick. The motherboard connector 
permits variations in thickness ranging from .054 to .071 inches. 


All components, stiffeners, bus bars, etc. are mounted on one side of the board. 
This side of a board is referred to as the "component side" while the other 

side is referred to as the "solder side". Boards are always installed with the 
component side up. 


The chassis card guides are spaced on .75 inch centers. The height of 
components on the component side of a board and the lead protrusion on 

the solder side of a board must be minimized to permit unimpeded airflow 
and easier insertion and removal of printed circuit boards. All components 
should be no higher than .47 inch maximum. Lead protrusion should be held 
to .062 inch. maximum. 
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The card guides are an integral part of the computer chassis which is metal. 
To prevent short circuits on a board, the user should not permit any etched 
circuit runs that are closer than .200 inch from either edge of a board. 


7.3 PRINTED CIRCUIT BOARD CONSIDERATIONS (Figures 7-1 thru 7.3) 


Figures 7-1 and 7-2 show the critical dimensions, hole patterns for bus bars 
and stiffeners and the integrated circuit layout organization for a full and a 
half board, respectively. 


The motherboard interface dimensions are extremely critical and must be 
adhered to rigorously. 


The rear edge of the full board has room for two interface connectors. The 
1.250 inch dimension from each edge is the area reserved for the card extractors 
(Part No. 40-06100-00). The .800 inch dimension at the center is the area 
reserved for the card retainer. The remaining area along the rear edge is 
connector area. The 6.350 inch dimension is the maximum allowable area 

that the mating connector can occupy. The overall length of a connector cannot 
exceed this dimension. 


The rear edge of a half board has room for only one interface connector. A 
distance of 1.210 inch must be reserved for a modified card extractor (Part 

No. 00-00296-00). This leaves 5.080 inches of useable connector area remaining. 
The 5.080 dimension is the inside contact dimension of the standard 100-pin interface 
connector. 


Half boards must provide for a card extractor at both rear corners although only 
one is installed depending upon which way the board is strapped to a second 
half сага. 


Figure 7-3 shows the standard printed circuit board hardware. All dimensions 
are provided for layout planning purposes. Connector data on the motherboard 
connector and various rear-edge interface connectors is also provided. 


7.4 WIRE-WRAP BREADBOARD CARD 


A half board wire-wrap breadboard card (Part Number 13234-00) is available from 
Computer Automation, Inc. This card features 72 IC sockets with wire-wrap posts, 
ground and power busses, and filters. This card can be useful for prototype 
development and checkout prior to making a formal printed circuit board design. 
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Section 8 


INTEGRATION 


8.1 INTRODUCTION 

This section provides detailed information pertaining to the mounting, cooling, and 
interconnection of either the ALPHA LSI or NAKED MINI LSI Type 1 and Type 2 com- 
puters. 

8.2 ALPHA LSI INTEGRATION 

The following paragraphs discuss mounting, cooling, installation of cards, and AC 
power application for the ALPHA LSI computer. 

8.2.1 Mounting (Figure 8-1) 

The ALPHA LSI computer is designed to be panel mounted in a standard 19-inch rack 
or cabinet. Figure 8-1 provides outline and mounting dimensions to facilitate instal- 
lation of the computer. | 
8.2.2 Cooling (Figure 8-2) 

The ALPHA LSI Computer is designed to operate over a temperature range of 0°C to 
50°С. When the computer is installed in an enclosure, the installation requirements 
depend on the ventilating system employed such that the thermal requirements of the 


computer are maintained. 


There are three installation criteria which provide the minimum cooling conditions 
allowable for the ALPHA LSI computer. 


1. Closed Ventilation System 
2. Side Ventilation System 


3. Top/Bottom Ventilation System 


In the closed ventilating system it is assumed the ambient temperature will be main- 
tained by the thermal interface. The minimum size enclosure must provide adequate 
air flow paths for the computer internal fans. 
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The side ventilating system establishes the minimum enclosure size and rectangular 
surface for the minimum size opening. This provides for a safety guard if necessary. N 


The top/bottom ventilating system defines the minimum airflow paths for a cabinet 
with stacked equipment or an individual console enclosure. 


Figure 8-2 defines the minimal dimension parameters for each of these ventilating 
systems. 


8.2.3 Joining Two Half Cards 


Most I/O modules occuply only half a card slot in the computer. When several half 
card options are used, it is recommended that half cards are joined together to form 
full cards. In those cases where an odd multiple of half card I/O modules is used, 
a blank half card is available from Computer Automation, Inc. to join with the last 
card (Part No. 13234-00). 


Half card modules are joined together by means of a stiffener kit which is supplied 
with each half card module. Each stiffener kit consists of the following parts: 


Two 14-inch stiffener bars 
Eight 4-40 x .500 inch screws 
Eight fiber washers 

One nylon card extractor 

One extractor roll pin 

One interface connector 
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When joining two half cards together, two stiffener kits are required. 


The stiffener bars are installed on the component side of each printed circuit board. 
One stiffener bar is located parallel to the computer interface contacts on each mod- 

ше, Another stiffener bar is located at the back edge of each module parallel to the 

peripheral interface contact strip. Finally, two stiffener bars (one for each module) 
are located on the adjacent edges of each module (what would be the center of a full 

card). 


Stiffener bars are installed in the following manner: 


1, First determine the physical placement of the module in the computer, that is, 
the relative placement of the module with regard to the priority string. 


Next, install the center stiffener bars. The nylon screw is inserted through 
from the solder side of the board. The fiber washer goes between the com- 
ponent side of the board and the stiffener bar. Tighten the screws. 


Install a stiffener bar on the front and rear edges of both modules. Do not ы 
tighten the screws. 
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4. Next, find a level work surface. Stand both modules in a vertical position 

Í with the front edge down. Ensure that the contact edge of each module is 

^ touching the table surface and that the modules are butted together. Tighten 
the nylon screws on the front edge. Now tighten the screws on the back 
edge. 


5. Finally, examine the card extractors on one of the Processor boards in the 
computer. Find the similar extractor mounting holes on each module. Mount 
the extractor on each side of the module and insert the roll pin. 


This completes the joining operation. The card is now ready to install in the com- 
puter. When all cards are installed, be sure to install the card retainer at the rear 
of the computer. 


8.2.4 Option Card Installtion 

The option card mounts in piggyback fashion to the left half (as viewed from the 
front) of either the LSI-1 or LSI-2 Processor module. Support standoffs are pro- 
'ided with the Processor modules. Allloose hardware (screws, lockwashers, 
washers and rear-edge connectors) is provided with the option card. і 

The option card has three edge connectors. Connector P1 interfaces with J1 on the 
Processor Module. Connector J1 is the option jumper connector and connector J2 

к is the Teletype interface connector. Detailed information about the use of connectors 
J1 and J2 is provided in Section 11 of this manual. 
10 install the option card, proceed as follows: 


1. Take the option card and insert J1 and J2 thru the slots in the rear stiffener 
of the Processor module. 


2. Position connector P1 for insertion into connector 71 on the Processor module. 


3. Gently push the option card into Processor connector J1 aligning the four 
mounting holes with the Processor module standoffs. 


4. Install a screw, lockwasher, and washer in each standoff and tighten. 


5. Install rear edge connectors per instructions in Section 11. 


8.2.5 Module Installation 


| CAUTION | 


Do not remove or install any PC cards while power is applied to the 
computer. 
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The ALPHA LSI motherboard slot organization is shown in Figure 2-2. The following 
rules apply to the placement of processor modules, memory modules and interface 
modules. 


1. Install all modules with component side up. 


2. Install the NAKED MINI LSI Computer Module (either Type 1 or Type 2) 
in the top slot (slot А). 


3. Install memory modules next. 
4. Install DMA controller(s) after memories. 


5. Install 1/0 modules, I/O priorities are determined by physical location 
of the interface modules within the Chassis. I/O priorities begin with 
slot B200 and weave through the motherboard as shown in Figure 4-2. 
The priority line is routed through each interface so that is can inhibit 
the lower priority devices when requesting service. Therefore, all 1/0 
modules must be placed in consecutive priority level slots immediately 
following the memory modules to provide continuity in the priority chain. 
If the priority chain is broken, down-stream interrupts may not be ser- 
viced. If they are serviced, they will be serviced improperly. 


6. Install the card retainer and install rear edge cables. 


An Interface Description document is supplied with each I/O interface module. This 
document defines the software and cabling requirements of the interface module. 
Refer to the Interface Description to resolve any questions about the interface module. 


АП 1/0 interface modules must have the rear-edge cable connector 
installed prior to operation of the Processor. If the connector is 

not installed, a default device address of zero will be assigned to 
the module, causing improper instruction execution. Device ad- 
dress zero is reserved exclusively for Processor use. For details 
concerning assignment of a unique device address to each I/O inter- 
face module, refer to the associated interface description which is 
packed with each module, 


8.2.6 AC Power Application 


Before plugging the AC line cord into а power source, be sure that the main power 
switch, located on the back of the chassis, is in the OFF position. Plug the AC line 
cord into the power source. 
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CAUTION 


Connect AC line cord to properly grounded 3-prong outlet only. 


NOTE 
When АС power is applied, the fans will operate when the main 
power switch is іп the ON position. Ensure that they are operating. 
8.2.7 110/220 Power Line Conversion 


The ALPHA LSI computer may be powered from either 110 Vac or 220 Vac. To convert 
from 110 Vac to 220 Vac, or vice-versa, proceed as follows: 


1. Turn off power and remove line cord from AC power source. 
2. Remove console from front of chassis. 
3. Disconnect power pigtail connector from the power supply. 


All conversions are made at the pigtail connector as follows: 


From 110 to 220 From 220 to 110 
Remove jumper from P1-1 to P1-3 Remove jumper from P1-2 to P1-3 
Remove jumper from P1-2 to P1-4 Move wire from P1-4 to Р1-2 
Move wire from P1-2 to Р1-4 Add jumper from Р1-1 to Р1-3 
Add jumper from P1-2 to P1-3 Add jumper from P1-2 to P1-4 


4. Install power pigtail in power supply. 
5. Install console. 


6. Install line cord, turn on power and checkout unit. 


8.3 NAKED MINI LSI INTEGRATION 


The following paragraphs discuss mounting, cooling and interconnection of the 
NAKED MINI LSI Type i and Type 2 computers. 


6131 Mounting 


There are two mounting considerations. One for LSI-1 and one for LSI-2. 
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8.3.1.1 LSI-1 Mounting (Figure 8-3) 


The LSI-1 computer may be mounted іп any plane as long as the cooling requirements 
are satisfied. The computer may be hard mounted with mobile or fixed оа соп- 
песіог or slide mounted with fixed interface connectors. 


Five mounting holes are provided for hard mounting. Two holes are at the front of 
the module near the corners, two are at the back of the module and one hole is located 
in the center of the module. It is recommended that standoffs be used when hard 
mounting the computer. 


For slide mounting, a clear area of 0.200 inches is provided along each side of the 
module to accommodate various types of card guides. The card guide should be 

able to handle a printed circuit board thickness of 0.062 inches. The LSI-1 computer 
module should be supported along all four edges. The interface connectors along the 
front of the module should be hard mounted to the users structure and some type of 
support should be provided at the rear of the module. 

8.3.1.2 LSI-2 Mounting 

The LSI-2 is mounted in the same manner as the ALPHA LSI. Refer to paragraph 
8.2.1 and Figure 8-1. 

8.3.2 Cooling 


The cooling requirements for the LSI-1 and LSI-2 are discussed below. 


8.3.2.1 LSI-1 Cooling 

The LSI-1 computer is designed to operate over a temperature range of 0°C to 50°C. 
Cooling air must flow from the Processor side of the module to the memory side of 
the module. Notes 8, 9, and 10 of Figure 8-3 must be adhered to. 


8.3.2.2 LSI-2 Cooling 


The LSI-2 chassis has a fan housing with three fans. These fans provide adequate 
cooling for the computer. 


8.3.3 Interconnection 


The interconnection requirements of the LSI-1 and LSI-2 are discussed below. 
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| 8.3.3.1 LSI-1 Interconnection 


| Тһе LSI-1 interconnections consist of bringing power to the module, strapping Ше 
Maxi-Bus across from P1 to P2 and interfacing the system control console to P1. 


| There аге ten special signals that interface with the P1 connector that are not part 

| of the Maxi-Bus. Eight of these signals аге dedicated console interface signals while 
the other two are dedicated power supply signals. Under no circumstances should 
these signals be strapped across to the P2 connector. These dedicated signals and 
their pin assignments. are listed below. 


Signal Pin Dedicated to 
SSW- P1-9 Console 

IF- P1-10 Console 
TTLF- Р1-11 | Power Supply 
+5H Р1-12 Power Supply 
AL- Е1-35 Console 

BM- P1-34 Console 

ОУ- Pi-37 Console 
START- P1-38 Console 
SERV- Р1-83 Console 
CINT- P1-84 Console 


Table 2-1 lists Maxi-Bus and power signals and pin assignments. 


8.3.3.2 1,51-2 Interconnections 


All LSI-2 interconnections are made at the motherboard. Motherboard connector J1 
provides the console interface while connector F100 provides the power interface. 
Console interface information is available in Section 9 while power supply interface 
information is available in Section 10. 


To convert the LSI-2 from 110 Vac to 220 Vac, refer to paragraph 8.2.7. 


The user must provide a 220 to 110 Vac stepdown transformer to power 
the fans in the chassis. The fan wiring should be moved from P1-1 and 
P1-2 to the secondary of the transformer. The transformer must be cap- 
able of 0.6 amps fan load. 
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CONSOLE INTERFACE REQUIREMENTS 
9.1 INTRODUCTION 


A console, be it the standard ALPHA/LSI console or a user designed console, is an 
I/O device with a special set of dedicated 1/0 instructions with special mnemonics. 


The console is assigned device address 0 (DAO) and shares this device address with 
the Power Fail/Restart option, the Autoload option and the console interrupt and trap 
controls of the Processor. 


The console communicates with the Processor via the Maxi-Bus and uses a special set 


of control signals (not considered part of the Maxi-Bus) to stop, step, and start the 
Processor. 


This section provides a detailed discussion of interface signals, transfer timing, data 
formats, etc. This section also discusses the minimum requirements of a console and 
how to add features to the minimum console. 


9.2 CONSOLE - PROCESSOR INTERFACE (Figure 9-1) 


The Console interfaces to the Processor via the Maxi-Bus, plus special control lines 
not considered to be part of the Maxi-Bus. The special lines and the associated 
functions are described below: 


SERV- Console Service. The SERV- signal (ground-true) is 
issued by the console to command the Processor to ser- 
vice the console. The SERV- line may be considered 
to be an interrupt line with priority over all interrupts, 
but superseded by DMA operations. The Processor re- 
sponds to SERV- by performing a Console Control Word 
(CCW) input (actually, an instruction fetch from the 
console instead of memory). The CCW determines the 
required servicing. 


IF- Instruction Fetch. The IF- signal (ground-true), issued 
by the Processor, envelops the instruction fetch cycle. In 
response to SERV- , the Processor performs an instruction 
fetch cycle, which in this case is a CCW fetch instead of 
the usual memory read cycle. The console uses IF- to 
differentiate the CCW input cycle from a status word input 
cycle; both use device address and function code zero. 
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START- 


CINT- 


SSW- 


AL- 


BM- 
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If SERV- is issued coincident with the leading edge of IF- M 
or later, the instruction fetch cycle will cause an instruc- 

tion to be accessed from memory and subsequently exe- 

cuted before SERV- will be honored. SERV- must lead IF- 

by at least 1.6 microseconds to guarantee that the next IF- 

cycle will be a CCW input cycle. 


Start Processor. Signal START- (ground true) is issued 
by the console to command the Processor to resume proces- 
sing. START- must be a minimum of 1.6 microseconds 
wide. The Processor resumes processing on the trailing 
edge of START-. Signal SERV- must precede the trailing 
edge ої 5ТАВТ- by at least 1.6 microseconds to guarantee 
that the Processor will immediately perform a CCW input in- 
stead of a memory read cycle when processing is resumed. 


Console Interrupt. CINT- (ground-true) is issued by the 
console to interrupt normal processing. Signal CINT-, 
once issued, must be held true until signal ІАВ- (Inter- 
rupt Acknowledge) is true. 


Sense Switch. Signal SSW- (ground-true), issued by the 
console, tracks the console SENSE switch. No synchroniza- 
tion is required. If the SENSE switch is set, signal SSW- is 
true. 


Autoload. Signal AL- (ground-true) is issued by the con- 
sole to command the optional autoload logic to perform an 
autoload sequence. The autoload sequence is initialized on 
the leading edge of AL- and commences on the trailing edge 
of AL-. The AL- pulse width must be 100 nanoseconds mini- 
mum. 


Overflow. The OV- signal (ground-true) is issued by the 
Processor. OV- tracks the Overflow flip-flop internal to the 
Processor. 


Byte Mode. The BM- signal (ground-true) is issued by the 
Processor. BM- tracks the Byte Mode flip-flop internal to the 
Processor. 


COMPUTER AUTOMATION, INC. ju 


PROCESSOR CONSOLE 


Figure 9-1. Processor/Console Interface 


9.3 CONSOLE TRANSFER TIMING 


There are four basic functions (beyond normal I/O functions) that a console can рег- 
form which are: establishment of the Stop Mode, register entry and display, Step- 
Mode operation, and establishment of the Run Mode. The timing requirements for 
each of these functions are discussed in the following paragraphs. 


9.3.1 Establishment of Stop Mode (Figure 9-2) 


During the Run Mode, the Processor Instruction Fetch signal (IF-) is ground-true 
when the Processor is fetching an instruction from memory and is high during the 
execution of the instruction. The console uses the trailing edge of the IF- signal to 
synchronize the generation of a Console Service Request (ЗЕКУ-). 


The Stop Mode is initiated by operator activation of the console STOP switeh. With 
the STOP switch active, the SERV- signal is enabled. SERV- goes ground-true dur- 
ing the execution period of the current instruction and remains ground-true for the 
next instruction fetch. 


Upon seeing the SERV- signal active, the Processor fetches the next instruction from 
the console rather than from memory. When the Processor fetches the instruction 


from the console, it addresses device address 0 and function code 0 and issues the IN- 


control signal. The console, upon seeing IF- low, device address and function code 
0 and IN- low, places a Stop CCW word on the data bus. 


The Processor vectors the STOP CCW word to its instruction register and executes 
the instruction. The CCW instruction algorithms causes the Processor to halt. 
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| INSTRUCTION N-1 | INSTRUCTION N | CCW INSTRUCTION 
+V 
STOP | 
0 
STOP SWITCH ACTIVATED 


oy ue EXECUTE 


SERV - 


DATA BUS ЖЖЖ (PROCESSOR STOPPED) 


* PROCESSOR GENERATED SIGNAL 


Figure 9-2. Establishment of Stop Mode. 


9.3.2 Register Entry and Display (Figure 9-3) 
[ois ен ciini он аа шиот cs еы 


The register entry and display sequence can be performed only when the Processor 
is stopped. The sequence is initiated by activation of a Register Select switch on the 
console. The switch activation causes both SERV- and START- (Processor Start) to 
go low, simultaneously. Approximately 1600 nanoseconds later, the Processor re- 
sumes operation on the trailing edge of START-. 


Upon resumption of operation, the Processor recognizes that the SERV- signal is active 
and fetches the next instruction from the console. The console upon seeing IF- low, 
device address and function code 0 and IN- low places the console control word on the 
data bus. The Processor executes the CCW instruction and transfers data between the 
console and the target register or memory (as defined by bits 0 thru 15 of the CCW). 
Upon completion of the transfer, the Processor stops. 


STOP (STATIC CONDITION) 


REGISTER SELECT SWITCH ACTIVATED 


SERV- 


START- 


DATA BUS (PROCESSOR STOPPED) ЖЖЖ (PROCESSOR STOPPED) 


“ PROCESSOR GENERATED SIGNAL 


Figure 9-3. Register Entry/Display Sequence. 


9.3.3 Step Mode Operation (Figure 9-4) 


The Step Mode causes the Processor to fetch one instruction from memory, execute the 
instruction and then stop. The Step Mode operation can be performed only when the 
Processor is stopped and the console RUN switch is activated. Activiation of the RUN 
switch causes the START- signal to go low. Approximately 1600 nanoseconds later 
the Processor resumes operation on the trailing edge of START-. 


The Processor, upon resumption of operation, fetches the next instruction from memory 
(as defined by the current value of the program counter) and executes it. The con- 
sole, upon seeing the trailing edge of IF-, generates SERV-. Upon completion of the 
execution of the instruction fetched from memory, the Processor fetches a Stop CCW 
from the console, executes the instruction, and then stops. 
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INSTRUCTION FETCH 
& EXECUTION 


l 
TOP 
| STO Š 
E 1600 MIN om 
+V 
START- 
RUN SWITCH 
ACTIVATED 
"IF- 
SERV- 
" PROCESSOR GENERATED SIGNAL FROM FROM 


MEMORY CONSOLE 


Figure 9-4. Stop Mode Sequence. 


9.3.4 Establishment of Run Mode (Figure 9-5) 
жоло ы туым Ў ыы ый ыы 


The Run Mode is established by deactivation of the console STOP switch and activation 
of the console RUN switch. Activation of the RUN switch causes the START- signal to 
go low. Approximately 1600 nanoseconds later, the Processor resumes operation on the 
trailing edge of START-. 
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PROCESSOR STOPPED 


| PROCESSOR RUNNING 


STOP 


STOP SWITCH 
DEACTIVATED 


START- 


“ Processor Generated Signal 


Figure 9-5. Establishment of Run Mode. 


9.4 CONSOLE WORD FORMATS (Figure 9-6) 


The NAKED MINI LSI uses four different word formats to convey information between 
the console and the Processor. These word formats are as follows: 


Computer Status Word 
Console Sense Word 
Console Data Word 
Console Control Word 


A б? bh ка 


9.4.1 Computer Status Word 
ДА. з а уин а ой 


Тһе Computer Status Word permits the program to store volatile sense register data 
during a power failure and to restore the sense register data during restart opera- 
tions. This capability is required with the standard ALPHA LSI console since the 


sense data is stored in a volatile storage register. If non-volatile toggle switches are 
used, this capability is not required. 


The Computer Status Word is transferred between the console and the Processor, 
when IF- is false, using special unconditional Input or Output instructions with a de- 
vice address and function code of 0. During an SIA or SIX instruction, the console 
copies the state of the SENSE switch (SSW) into bit 3 of the word and the contents of 
the Sense register (050 thru DS3) into bits 4 thru 7, respectively. The internal 
Processor status (bits 0, 1 and 2) is generated concurrently within the Processor. 
Upon input, the Computer Status Word is loaded into either the A or X register. Note 
that the console can drive only bits 3 thru 7 during an SIA or SIX instruction. 
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During ап SOA ог SOX instruction, bit 3 of the Computer Status Word contains the new 
state of the SENSE switch and bits 4 thru 7, respectively, contain the new state of 080 
thru DS3. 


9.4.2 Console Sense Word 


The Console Sense Word is transferred from the console to the Processor in response 
to an unconditional input command with device address 0 and function Code 1. During 
input operation (ISA or ISX instructions) , the contents ої the console sense register, 
050 thru DS3, are copied into data bits 0 thru 3 of the Maxi-Bus, respectively. All 
other bits of the word are transferred as zeroes. No output commands are issued by 
the Processor in conjunction with the Console Sense Word. 


9.4.3 Console Data Word 


The Console Data Word is a full unsigned (absolute) 16-bit data word that is trans- 
ferred between the processor and console in response to an unconditional input or 
output command with device address 0 and function code 4. 


During routine input operations (ICA or ICX instructions) , the Console Data Word is 
input to the Processor A or X register. Likewise, during routine output operations 
(OCA or OCX instructions) , the Console Data Word is transferred from the Processor 
to the console. 


During a console service sequence, the Console Data Word can be transferred to or 
from the Processor A, X, I or P registers as well as memory. 


9.4.4 Console Control Word 
The Console Control Word (CCW) is an instruction word rather than a data word. 
The CCW is generated by the console during a console service sequence. The opera- 


tion code of the CCW resides in the bits 6 thru 15 while bits 0 thru 5 are modifier bits. 


The NAKED MINI LSI is designed to respond to eleven different CCW codes. These 
codes are listed below: 


CCW CODE (HEX) FUNCTION 

:1С00 Stop Processor 

:1с02 Read data from memory, increment Р and halt 
: IC03 Write data into memory , increment P and halt 
:1С04 Output data from А register and halt 

:1С05 Input data to A register and halt 

:1C08 Output data from X register and halt 

:1С09 Input data to X register and halt 

:IC10 Output data from I register and halt 

:1С11 Input data to I register and halt 

: IC20 Output data from P register and halt 

: IC21 Input data to P register and halt 
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It should be noted that bits 1 thru 5 are mutually exclusive, namely, only one bit may 
be true at a time. 


SIA (:5800), SOA (:6COO) 


Computer Status Word SIX (:5A00), SOX (:6ЕОО) 


STATUS BITS 
15 443 0 
ISA (:5802) 
Console Sense Word оо о о 0 о о о о o o о [05 05 05 05 ЕХ (БАО) 
j TOE R Я TSR I aS 
RESERVED FOR EXPANSION 


15 


0 
ICA (:5804), ОСА (:4404) 
Console Data Word 16-BIT DATA WORD ІСХ (:5A04), OCX (:4604) 


Console Control Word 


| 

! 

| 

| 

| 

| 

| 

| 

| 

| 

RESERVED FOR EXPANSION d INTERNAL PROCESSOR x 
| 

| 

| 

(:1CXX) | 


These bits are 

mutually exclusive; 

only one bit may be set at 
a time for proper operation 


Figure 9-6. Console Word Formats 
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9.5 MINIMUM CONSOLE REQUIREMENTS 


^ minimnl user designed console should have facilities to stop, reset and start the 
Processor as well as have system performance indicators. 


9.5.1 Stopping the Processor 


Stopping the Processor requires the issuance of a Console Service Request (SERV-) 
and the furnishing of a Stop CCW to the Processor upon recognition of SERV-. 


Тһе Processor will not recognize the Console Service Request until completion of the 
current instruction. Upon completion of the current instruction, the Processor re- 
cognizes the Console Service Request by initiating a CCW instruction fetch from the 
console rather than the normal instruction fetch from memory. Тһе CCW transfer 
timing is discussed in paragraph 9.3. 


The users console should be designed to furnish the CCW word during an input 
sequence with device address 0 and function code 0 ONLY when the instruction fetch 
signal (IF-) is true. Once the CCW is transferred to the Processor, the internal 
microprogram algorithm of the Processor brings the Processor to a stopped condition. 


9.5.2 Resetting the System 


Resetting the system is accomplished by forcing the System Reset signal (RST-) 
ground-true for a minimum of 5 microseconds. This сап be accomplished with a 
switch or a TTL compatible open-collector signal capable of driving 32 ma. It is 
not necessary to synchronize or debounce this signal. 


9.5.3 Starting the System 


The system is started by issuance of the Start Processor signal (START-). START- 
is a ground-true signal that must have a minimum duration of 1.6 microseconds. 
БТАКТ- should be driven with a 32 ma open collector TTL driver. 


9.5.4 Visual Indicators 


Visual indicators should be provided for ease in determining the operational status 

of the system. Indicators should be provided on the debounced STOP switch signal 
and the system RESET signal. A RUN indicator can be provided by use of a 500 micro- 
second retriggerable one-shot that is triggered by the memory start signal MST-. 

As long as the system is running, the run one-shot will be retriggered each time 
memory is accessed and will time-out 500 microseconds after the last memory access 
after departure from the Run mode. The RUN indicator should illuminate whenever 
the run one-shot is set. 


Ж 
COMPUTER AUTOMATION, INC. = 


The byte mode signal (BM-) and the overflow signal (OV-) are available for display. 
Ií these signals are applied to lamp drivers and indicators, an additional performance 
monitor can be obtained. 


9.6 OPTIONAL CONSOLE FEATURES 


The minimal console discussed in the previous paragraph can be expanded to include 
several additional features which are discussed in the following paragraphs. 


9.6.1 Data Entry and Display 


The data entry and display feature provides the capability to enter date from the con- 
sole into the Processor registers or memory. Likewise, data from the Processor 
registers, memory or a program can be stored and displayed for operator observation. 


The data entry and display feature requires that the console generate the Console 
Data Word. Generation of the Console Data Word requires a 16-bit register and 16 
32ma open-collector drivers to drive DB00- thru DB15-. The entry switches can be 
applied via the storage register to the drivers. The drivers should be enabled only 
upon receipt of an input command with device address 0 and function code 4 (ICA or 
ICX). 


If the user desires to accept data from the Processor, the console must have 16 data 
bus receivers and a 16-bit holding register. The holding register must be clocked 
only when a Select and Present command with device address 0 and function code 4 
is received (OCA or OCX). і 
Diplay indicators may be tied to the outputs ої the storage register and should light 
when a corresponding bit is true. 


9.6.2 Register and Memory Display and Modification 


This feature permits the operator to transfer the Console Data Word between the con- 
sole and the Processor A, X, I or P register or memory. 


This feature requires that, in addition to other bits, the console be able to drive 
DB00- thru DB05- during a Console Control Word transfer. Bits 1 through 5 ої the 
CCW must be mutually exclusive, i.e. only one bit may be true at a time. 


The console logic should be designed such that when a register select signal for bits 
1 thru 5 of the CCW is generated, the SERV- and START- signals are generated 
simultaneously. Furthermore, the generation of any CCW word, other than the stop 
CCW (:1С00), must be enabled only when the Stop Mode is established. This is to 
avoid possible alteration of volatile data in a user's program during Run Mode. 


_——-———-——-——-—-  %ї©` —-—-——-—- Я 
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9.6.3 Sense Register Entry and Display 


The Sense register entry and display feature permits the operator to generate a 

| Console Sense Word. The generation of a Console Sense Word requires that a 4-bit 
Sense Register be applied to four 32mA open collector data bus drivers (DB00- thru 
DB03-). The drivers should be enabled only upon receipt of an input command 
addressed to device address 0 and having a function code of 1. 


9.6.4 SENSE Switch Feature 


In addition to the four sense lines discussed above, the Processor will accept a SENSE 
switch signal (SSW-) that may be tested by program instructions. The SSW- signal 
must be ground- true when the SENSE switch is active. 


9.6.5 Console Interrupt Feature 


The console interrupt feature permits the operator to interrupt normal processing. 
The console interrupt feature generates signal CINT- which is sent to the Processor. 
The only timing restriction on CINT- is that it must remain active until the Processor 
recognizes the CINT request (recognition is obtained when the interrupt address 
request signal (IAR-) goes ground-true). 


9.6.6 Autoload Initiation Controls 


The Autoload initiation controls permit the operator to command the Autoload option 
to perform an autoload sequence. Autoload initiation should only be permitted when 
the system is in the Run Enable Mode (STOP and RUN swtiches are reset or off). 
Autoload initiation will take place whenever the AL- signal is forced ground-true. 
The signal must be ground-true for a minimum of 100 nanoseconds to guarantee a 
response from the Autoload option. 


The user may use the AL- signal to set a flip-flop which, in turn, may drive an аціо- 
load indicator. A Select instruction with a device address and function code of 0 can 
be used to reset the flip-flop when loading is complete. 


9.6.7 Step Mode Feature 


The Step Mode feature permits the operator to manually step through a program one 
instruction at a time. The Step Mode is an extension of the Stop Mode wherein, if 
the RUN switch is activated while in the Stop Mode, the Processor will go into the 

| run state, execute one instruction, recognize a console service request, process the 
request and then stop. Step Mode timing is discussed in paragraph 9.3. 
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9.7 USER CONSOLE INTERCONNECTION (Figure 9-7) 


A user designed console can interface to the Processor in two different ways. If the 
user has the motherboard assembly, the console can be interfaced at connector J To 

If the motherboard is not employed in the users system, the console can be interfaced 
directly to connector P1 of the Processor. 


Motherboard connector J1 will accept a 50- pin 3M connector (Part number 3451-0000) . 
This connector is designed to accommodate а SCOTCHFLEX™ ribbon cable (3M part 
number 3365-50). A printed circuit board transition adapter (3M part number 3456) 
is also available for the console end of the ribbon cable. Note that power and ground 
are available at J1 in addition to all signals required for a console. The pin assign- 
ments for connector J1 are shown on figure 9-7. 


In systems that do not have a motherboard, refer to paragraph 8.3.3 of this manual. 
9.8 OPTION CARD CONSOLE ACCOMMODATIONS 


The NAKED MINI LSI Option Card provides console skeleton logic. Included in the 
logic are the following capabilities: 


1. Secondary Console Sense register. Grounding four jumper pins 
introduces corresponding logic '1' bits in the Console Sense 
register word for ISA and ISX instructions. Satisfies requirements 
of paragraph 9.6.3. i 


Secondary Console SENSE switch. A ground jumper on the pin 
simulates the Console SENSE switch іп а set state for SIA, SIX 
and conditional jump instructions. Satisfies requirements of 
paragraph 9.6.4. 


Secondary Console interrupt switch. A momentary ground jumper 
simulates a console interrupt. This jumper option is also available 
at the TTY interface connector. Satisfies requirements of 
paragraph 9.6.5. 


Secondary Autoload switch. A momentary ground jumper simulates 
the console autoload signal and results in the execution of the auto- 
load sequence. This jumper option is also available on the TTY 
interface connector. (Jumper is active at all times and will first reset 
the computer if pressed while the computer is running.) Satisfies 
requirement of paragraph 9.6.6. 


Secondary Reset switch. A momentary ground jumper simulates 
the console reset signal (RST-). Satisfies requirements of 
paragraph 9.5.2. 


Each of the above capabilities and their implementation are discribed in Section 11 of 
this manual. 
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| Figure 9-7. Motherboard/ Console Connector (21) Pin Assignments 
| 9-14 
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Table 9-1. Console Special Signal Load/Drive Summary 


SIGNAL CONSOLE 
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Device types аге ав follows: 


2. = 32ma ореп-соПесіог driver (7438 or equivalent) 
5. = TTL receiver (7400 or equivalent) 
6. = Pullup resistor (1 Kohm) 
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POWER SUPPLY INTERFACE REQUIREMENTS 


10.1 INTRODUCTION 


This section discusses the requirements of a user furnished power supply. Among 
the items discussed are DC power requirements, power monitor facilities, an optional 
AC line synchronized timing source and interconnection requirements. 


10.2 DC POWER REQUIREMENTS 


The user designed power supply must produce four voltages: +5 Vdc, +12 Vdc, -12 Vdc, 
and +5 H (hangpower). The +5 volt supply provides the VCC voltage for most integrated 
circuits in the Processor, Memory and I/O modules. The +12 and -12 volt supplies are 
used by the Processor and Memory modules and by the MOS LSI integrated circuits. 
Certain analog and communications options use +12 and -12 Удс. The +5 Н hangpower 
supply is used exclusively by the Processor ; a detailed discussion of the +5 H supply 

is provided in paragraph 10.3. All four DC voltages share a common ground system 
referred to as logic ground. 


10.2.1 Estimating DC Current Requirements 


Before a user can design a power supply, the current requirements of each DC supply 
must be determined. The current load of most standard modules built by Computer 
Automation, Inc. are listed in table 10-1. The load currents listed are worst case for 
each module. The user can determine actual power requirements for his system con- 
figuration by summing the load currents for each standard module (and multiples 
thereof) along with the load currents of any user designed controllers. 


10.2.2 Overvoltage and Reverse Voltage Protection 


It is recommended that the +5 Vde power supply employ overvoltage and reverse volt- 
age protection devices. The overvoltage device must prevent the +5 Vdc output from 
exceeding +6.5 volts in the event of a power supply failure or an accidental application 
of a high voltage potential from an external source. Each supply output should have 
circuitry to prevent damage to its load or the supply itself in the event that one supply 
is shorted to another or to ground. 
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10.2.3 Ripple and Noise Requirements 


The regulator and output filter design of each power supply must be adequate to limit 
ripple, noise and voltage transients to 50 millivolts peak-to-peak. 


10.2.4 Turnon/Turnoff Overshoot 


Turnon/turnoff overshoot should not exceed two percent (2%) of the nominal voltage 
output of each DC power supply. 


10.2.5 Regulation Requirements 


Each DC power supply should maintain a regulation envelope of +2 percent of nominal 
output voltage from 0 to 100 percent of full rated load over the expected range of input 
line voltage and over a termperature range of 0°C to 50°C. 


These regulation requirements must be maintained at the Processor module. Remote 
sensing must be employed when voltage drops in the power supply wiring are of suf- 
ficient magnitude to cause voltage regulation to exceed +2 percent when the load cur- 
rent is varied from no load to full load. 


10.2.6 DC Power Storage 


The +5 Удс, +12 Удс and -12 Vde power supplies must have sufficient storage in Ше reg- 
ulatorsto insure regulated output for at least 2 milliseconds after a power failure has 
been detected (refer to paragraph 10.3 for details on power fail detection) . 


10.3 POWER MONITOR FACILITIES (Figures 10-1 and 10-2) 


The Power Monitor Facilities must develop a +5 H (hangpower) voltage and a ground- 
true Power Failure Detected signal (PFD-) for the exclusive use of the Processor. 
These provisions are required whether the Processor Power Fail/Restart option is 
used or not. 


10.3.1 +5 Н (Hangpower) Regulator 


The +5 H power supply must provide auxilliary +5 Vde power for use by the Processor 
to assure proper start-upand shutdown. The +5 H supply must be the first DC voltage 
to come into regulation upon application or restoration of AC line power and the last 
DC voltage to drop out of regulation upon loss or removal of AC line power. 


The +5 Н supply must provide 200 milliamps of DC current at +5 Vdc and regulate this 
voltage to within +5 percent of nominal. Ripple and noise must be within 50 millivolts 
peak-to-peak. The +5 Н supply must be in regulation at all times that the +5 Vdc and | 
+12 Vde supplies are above 10 percent of their specified values. | 
| 
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10.3.2 Power Fail Detector 


The power fail detector must sense when the nominal AC line voltage falls below its 
minimum sustaining level. When this minimum sustaining level is sensed, the power 
fail detector must generate a ground-true PFD- signal for use by the Processor. 


The power fail detector must also have a timing function that turns off the +5, +12 and 
-12 Vde regulators a minimum of 2 milliseconds after PFD- goes low. 


When the AC line voltage rises above the minimum sustaining level, the power fail 
detector must turn on the +5, +12 and -12 Удс regulators after allowing for a change 
buildup in the storage capacities of each regulator. The PFD- signal must remain in 
the ground-true state for a minimum of 2 milliseconds after the +5, +12 and -12 Vde 
regulators have reached 98 percent of their nominal values. 


The PFD- signal driver must have a minimum drive capability of 32 milliamps ас and 
must be collector OR- able. The driver may be implemented with either discrete ele- 
ments or with an integrated circuit. The logic level for PFD- are as follows: 


true = 0.0 to 0.45 Vde 
false = 2.4 to 5.0 Vde 


PART OF 
POWER 
TRANSFORMER 


+5 HANG 
REGULATOR 
(200 MA) 


PROCESSOR 


SEQUENCE CONTROL 
TO ALL REGULATORS 


POWER FAIL 
DETECTOR 
(DETECTS 
LINE VOLTAGE 
AMPLITUDE) 


Figure 10-1. Power Monitor Block Diagram. 
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DOWN SEQUENCE UP SEQUENCE 


PFD- 


292 ТОЙ, 


+5 VDC, 
+ 12 VDC 


‘SH 


95% 


Time = 2 milliseconds min. from falling edge of PFD— until first regulated voltage drops out 
+5 Н voltage level undefined when +5 мас and +12 vdc are < 10% of nominal 


Pfd- undefined when +5 Н is < 95% of nominal 


0200 


Time = 2 milliseconds min. from 98% point to rising edge of PFD— 


Figure 10-2. Power Monitor Timing Requirements. 


10.4 AC LINE SYNCHRONIZED TIMING SOURCE (OPTIONAL) 


The Processor Real-Time Clock option (RTC) has provisions for a timing source input 
which is twice the AC line frequency. The RTC option represents only one TTL load 
to the timing source. The timing source output must be a TTL compatible logic signal 
with rise and fall times of less than 50 nanoseconds. With regard to the duty cycle of 
the signal, the only requirement is that the signal be ground-true a minimum of 100 
nanoseconds. The Processor refers to this timing signal as TTLF- (twice the line fre- 
quency). The logic levels for TTLF- are as follows: 


true = 0.0 to 0.45 Vde 
false = 2.4to 5.0 Vde 
10.5 INTERCONNECTION REQUIREMENTS (Figures 10-3 and 10-4) 


The user furnished power supply may be interfaced to the computer system in two 
ways, at the motherboard or directly at the Processor. 
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SLOT F100 | 
INTERFACE ADAPTER | 


+5V 


B 
PED й -12У 


GND 
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+12V 


-12У 
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| 
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(POWER SUPPLY MUST INTERFACE | 
ТО ALL PINS AS SHOWN) | 


Figure 10-4. Motherboard Power Adapter Pin Assignments. 
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OPTION CARD CONNECTIONS 


11.1 INTRODUCTION 


This section describes how to use the various features of the Teletype/CRT /Modem 
Controller, the Real-Time Clock (RTC), the Autoload (AL) options and the Basic 
Variables (BV) package which are contained on the Processor Option Card. These 
features are selectable by means of external jumpers on connectors located on the 
rear edge of the card. 


The most common operating modes require no external jumpers. Unjumpered mat- 
ing connectors are supplied with the Processor Option Card. 


11.2 REAR EDGE CONNECTORS (Figure 11-1 and 11-2) 


The rear edge of the Processor Option Card has two connectors designated J1 and J2. 
Connector J1 is used to select various operating modes via external jumpers while 
connector J2 is used to interface to a Teletype, CRT or Modem. J1 is designed to 
accommodate a 50-pin Viking connector (2VH25/1JN5). J2 is designed to accom- 
modate a 36-pin Winchester connector (8BDJ18S). The pin assignments, signals 

and using option (in parenthesis) for connector J1 are shown in figure 11-1. Like- 
wise, the pin assignments, signals and using options for J2 are shown in figure 11-2. 


NOTE 


All reserved pins listed in figures 11-1 and 11-2 are not to be used for 
any purpose. 


Both J1 and J2 feature two rows of contacts. The contacts for J1 are designated 1 
thru 50 with odd-numbered pins 1 thru 49 interfacing with the component side of the 
option card and even-numbered pins 2 thru 50 with the solder side of the option card. 
The contacts for J2 are designated A thru V and 1 thru 18. Pin A thru V interface 
with the component side of the option card while pins 1 thru 18 interface with the 
solder side of the card. 


Connector J1 should be installed with connector pins 1 and 2 to the right when viewed 
from the rear of the computer. Connector J2 has the signals brought out in such a 
way that when interfacing with an ASR-33 or ASR-35 teletype, the connector may be 
installed right-side up or up-side down with no ill effects. When used with terminals 
other than a Teletype, J2 must be installed with pins A and 1 to the right as viewed 
from the rear of the computer. 


ТМГ С ГО СЮ 


(RTC) TTLF 
(TTY) SLCT1 
(AL) PFAL— 
(TTY) СРООб 
(TTY) SLCT2 
(RTC) CLKIN— 
(TTY) СРО26 
(TTY) CP104 
(TTY) CP568 
(TTY) CP208 
(RESERVED) 
GND 

GND 

(TTY) ORIN 
(TTY) ТТУОР— 
(BV) DSO3— 
(BV) DSO1— 
(BV) OPT— 
(BV) RST— 
(RTC) 1KHZ 
(BV) STR1 
(BV) STR3 
(Ч TY) PS 
(TTY) WLS1 


(TTY) PI 


Figure 11-1. 
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$$М/— (ВМ) 
OFST- (BV) 
MAI- (ВУ) 
TCLK (TTY) 
REMOTE AL- (AL) 
INH— (RTC) 
CP013 (TTY) 
СРО52 (TTY) 
CP416 (TTY) 
RMDIS- (AL) 
(RESERVED) 
GND 

GND 

ENDSW- (BV) 
(RESERVED) 
$МОАТ- (TTY) 
0500-- (ВМ) 
0502- (BV) 
СІМТ- (ВМ) 
10KHZ (RTC) 
STR2 (BV) 
STR4 (BV) 
ОТОАТ- (TTY) 
WLS2 (TTY) 


SBS (TTY) 


Option Card Connector J1 Pin Assignments 
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OPTION CARD 
CONNECTOR J2 
(ACCEPTS WINCHESTER 
8BDJ18S) 


(RESERVED) Юю RDRA 
GND ER DTDAT 
GND EIAT— 
(TTY) ORIN ЕЙ Ж» RTS 
(AL) AL- в Я 
ву) СІМТ- | 6 | 
TDAT- (RESERVED) 
RCV МҰ MOT+ 
GND Е MOT— 
MOT- й GND 
MOT+ EH RCV 
(RESERVED) TDAT- 
(TTY) 
CINT- (BV) 
uu AL- (AL) 
EIAR— ORIN (TTY) 
ст5 | 16] GND 
SMDAT GND 
RDRA Ú (RESERVED) 


Figure 11-2. Option Card Connector 72 Pin Assignments 
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11.3 TELETYPE/CRT CONTROLLER 


The TTY/CRT controller has provisions for ten different baud rates, a variable 
length word, with or without parity, and either one or two stop bits. Additionally, 
the user can select a current loop data path for teletypes, a TTL compatible data 
path, or an EIA RS232C/CCITT data path for various terminals. The user should 
consult the terminal manufacturers literature to determine the exact interface re- 
quirements of the terminal. 


11.3.1 Baud Rate Selection 


The TTY/CRT controller uses a variable format counter to provide internal clock 
timing for the data channel. Two counter inputs (SLCT1 and SLCT2) determine the 
count pattern to be employed. Eight counter outputs are brought out to connector 21. 
One of these outputs (CP006, СР013, CP026, CP052, СР104, СР208, СР416 or СР568) 
can be jumpered to the TCLK terminal to provide the right clock period. 


Тһе SLCT1 and SLCT2 signals are static control signals that are either grounded or 
left open. Ground is available on pins 23 thru 26 ої connnector 41. The grounding 
configurations for selecting the various baud rates are shown in Table 11-1. 


Table 11-1. Baud Rate Selection 


SLCT1 (pin 3) SLCT2 (pin 9) 


BAUD RATE JUMPER 


75 Pin 8 to 17 

110 (standard) none 

134.5 none 
150 Pin 8 to 18 
300 Pin 8 to 19 
600 Pin 8 to 15 
1200 Pin 8 to 16 
2400 Pin 8 to 13 
4800 Pin 8 to 14 

9600 Pin 8 to 7 


11.3.2 Word Length Selection 


The user may select either 5-, 6-, 7- or 8-bit character lengths for the controller to 
process. Character length selection is controlled by WLS1 and WLS2 (pins J1-47 and 
J1-48,respectively). These signals are static control signals that are either grounded 
or left open. Ground is available on pins 23 thru 26. The grounding configurations 
for word length selections are shown in Table 11-2. 
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Table 11-2. Word Length Selections 


WLS1 (pin 47) 


WORD LENGTH WLS2 (pin 48) 


5-bits GND 
6-bits GND 
7-bits OPEN 


8-bits (standard) 


11.3.3 Parity Selection 


The user can choose to have parity error processing, with a subsequent parity error 
interrupt if desired. Two signals control parity in the controller. Parity Inhibit 
(РІ, 71-49) when open - disables parity. When РІ is grounded, the parity genera- 
tion and check functions are enabled and a parity bit is inserted into the transmitted 
word. When parity is enabled, the Parity Select signal (PS, J1-45) determines 
whether even or odd parity is generated by the transmit function and checked by the 
receive function. When PS is open, even parity is selected. When PS is grounded, 
odd parity is selected. 


11.3.4 Stop Bit Selection 


All terminal equipment requires either one or two stop bits. The Stop Bit Select sig- 
nal (SBS, J1-50) provides this selection capability. When SBS is grounded, one stop 
bit is inserted in the transmitted word. When SBS is open, two stop bits are inserted 
in the transmitted word. Note, the selection of two stop bits when programming a 
5-bit word generates 1.5 stop bits. 


11.3.5 Alternate Interrupt Locations 


When using the TTY/CRT controller in the half-duplex mode, the standard TTY/CRT 
interrupt locations of : 0002 and : 0006 may be changed to : 0022 and : 0026, respectively 
by grounding TTYOF- (J1-29). Note that this feature is automatically overridden 
when operating in the full-duplex mode. 


11.3.6 Data Interface Selection 
The user has a choice of three types of data interface that can be used with a terminal 


device. These interface types are current loop, RS232C/CCITT and TTL/DTL com- 
patible. 


---------- 


x 


т... 
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11.3.6.1 Current Loop Interface (Figure 11-3) 


The current loop interface utilizes a 3-wire ground common interface which is char- 
acterized by the presence or absence of a 20 milliamp de signalling current. The 
current loop interface converts logic signals to current signals and vice-versa as 
follows: 


mark = 20 mA current flow 
space = no current flow 


The controller current loop transmit signal is TDAT-, while the controller receive 
signal is RCV-. TDAT- is available on connector J2 at pins H and 12. RCV- enters the 
controller at J2 pins J and 11. A logic ground reference between the controller and 

the terminal device is required and is available on J2 pins K and 10. 


The controller current loop receive and transmit circuits have a 1500 ohm, 1 watt 
resistor in series with their respective lines. These resistors are used to set the 
current level on each line to 20 mA dc. The current loop receive line also has a 
built-in roll-off filter which limits baud rates to 150 baud maximum. 


TELETYPE 


(MODIFIED) 


TTY/CRT/MODEM | INTERFACE 
CONTROLLER | CABLE 
| 


ТНАМ5МІТ 
FUNCTION 


CURRENT 
SOURCE 


TRANSMIT 
DATA 


RECEIVE 
FUNCTION 


RECEIVE 


Figure 11-3. Current Loop Interface 
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11.3.6.2 EIA RS232C/CCITT Interface (Figure 11-4) 


The EIA RS232C/CCITT interface (EIA) uses signal levels which vary between plus 
and minus seven volts. The interface provides two control signals in addition to 
receive transmit data signals. The interface signal levels are as follows: 


data: mark = -7 Vdc 
space = +7 Vde 

control: true =+7 Уае 
false = -7 Vde 


The controller EIA receive signal is designated EIAR- and is available on J2 ріп 5. 
The EIA transmit signal is designated EIAT- and is available on J2 pin 3. The two 
EIA control signals are Request-to-Send (RTS) and Clear-to-Send (CTS). RTS is 
available at J2 pin 4 while CTS enters the interface at J2 ріп Т. 


The RTS and CTS lines from both the controller and the terminal device are defined 
for operation with a modem. When operating without a modem (direct interface as 
shown in figure 11-4a), the RTS and CTS lines must be crossed. 


With the RTS and CTS control lines crossed, half-duplex switching from receive mode 
to transmit mode and vice-versa is controlled by the controller RTS line. When the 
controller RTS line is true, the terminal device transmits to the controller. When the 
controller RTS line is false, the controller transmits to the terminal device. During 
full-duplex operation, the RTS line of both the controller and the terminal device 
must be true for simultaneous transmission. 


RTS RTS 
CTS 
TERMINAL 


EIAR TRANSMIT 


(1 Y/CRT/ 
MODEM 
CONTROLLER 


a. Interface without Modem: 


RTS 
Ет 


RTS 
CTS 
TTY/CRT/ 
MODEM MODEM MODEM 
CONTROLLER (LOCAL) (REMOTE) TERMINAL 
EIAT RECEIVE 
qm TRANSMIT 


b. Interface with Modem. 
Figure 11-4. EIA RS 232C/CCITT Interface 
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When operating with a half-duplex modem, carrier keying by means of the RTS sig- 
nal is not used to switch from transmit to receive modes. Instead, End-of-Message 
(EOM) character detection within the support software is used. When operating with 
a full-duplex modem, no special disciplines are required. 


The Request-to-Send signal (RTS) is generated by the controller motor on/off flip- 
flop. The motor on/off flip-flop has delay circuitry which disables the controller 
sense multiplexer for 600 milliseconds after receipt of a motor on command. When 
using the motor on/off flip-flop with an EIA device, the delay circuitry must be dis- 
abled. The delay circuits are disabled by grounding the ORIN- input, J1 pin 27 or 
J2 pins D and 15. 


11.3.6.3 TTL/DTL Compatible Interface (Figure 11-5) 


The TTL/DTL compatible interface (TTL) uses signal levels which vary from 0 to +5 
volts dc. The interface signal levels are as follows: 


mark - 0.0 to 0.45 Vdc 
space = 2.4 to 5.0 Vde 


жу 


RECEIVE 
ik CHANNEL 
ENABLE 


DUPEN- 
CURRENT 
LOOP RECEIVE 
7416/7417 


! 
| 
i 
< pe 
л | 
: { DRIVER 
SMDAT— 
RECEIVE : 
Мі хай a qun к SEND DATA 


%5у 


| Ex 936/7404 
1K RECEIVER 


ОТОАТ- 
- 52 RECEIVE DATA 


TRANSMIT аф | 
ОАТА NN | 
— 5 


Figure 11-5. TTL/DTL Interface 
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The T'TL receive signal is SMDAT- which is available at J1 pin 32 and J2 pin U. 
SMDAT- should be driven by an ореп-соПесіог driver in the terminal device. 
Thecontroller represents only one load to the driver. The controller provides a 

ІК ohm pull-up resistor to +5 Vde. The TTL transmit signal is DTDAT- and is 
available on J1 pin 46 and J2 pin 2. DTDAT- is driven by the controller with an 
ореп-соПесіог driver which is capable of 50 milliamps de drive current. The ter- 
minal device must provide a pull-up resistor to the terminal VCC supply which must 
now exceed 100 volts dc. 


11.3.7 Special Teletype Controls 


The Teletype/CRT controller contains provisions which permit user generated soft- 
ware to control paper tape reader and drive motor turn/on and turn/off in specially 
modified ASR-33 and ASR-35 Teletype units. 


The reader control signal is designated RDRA and is available at J2 pins V and 1. 
The motor control signals are referred to as MOT+ and MOT- and are available at J2 
pins M and 8, and L and 9, respectively. 


11.4 REAL-TIME CLOCK 


With no jumper installed, the Real-Time Clock (RTC) option operates off a built-in 
100 Hz timing source. The user can select four other timing sources (10 kHz, 1kHz, 
twice the AC line frequency (TTLF) or a TTL compatible external timing source). 


The RTC option represents only one TTL load to the external timing source. The 
external timing source must be а TTL compatible logic signal with rise and fall times 
of less than 50 nanoseconds. With regard to duty cycle, the only requirement is 

that the signal be ground-true with a minimum of 100 nanoseconds. 


When the user desires to select an alternate timing source (other than the standard 
100 Hz source), the 100 Hz clock source must be inhibited by grounding the INH- 
input. Clock source selection сап be accomplished at connector J1 using Table 11-3. 


Table 11-3. Clock Source Selection 


CLOCK 
SOURCE 


INH- 
(pin 12) 


JUMPER 
CONNECTIONS 


100 Hz (standard) 
1,000 Hz 


none 
Pin 39 to pin 11 


10,000 Hz Pin 40 to pin 11 
TTLF Pin 1 to pin 11 
EXTERNAL* User Timing source to pin 11 


*External timing source must be TTL/DTL compatible. 


| 
| 
| 
| 


С 
COMPUTER AUTOMATION, INC. С asss 


11.5 AUTOLOAD 


Two optional features are available for controlling the Autoload option. Remote Auto- 
load initiation and automatic Autoload upon restoration of power. 


11.5.1 Remote Autoload Inititation 


The functions of the console AUTO switch can be duplicated by momentarily ground- 
ing (i.e. a switch closure to ground) pin 10 on connector J1 or pins E or 14 on con- 
nector J2. The signal must be ground-true for a minimum of 100 nanoseconds to be 

recognized by the Autoload option. 


11.5.2 Automatic Autoload 


An Autoload sequence can be automatically initiated upon restoration of power by 
jumpering 41 ріп 20 (RMDIS-) to J1 pin 5 (PFAL-). This feature is particularly use- 
ful when using volatile memories without battery backup power. With this feature, 
memory is automatically reloaded with an operational program from a peripheral stor- 
age device after power is restored. 


11.6 BASIC VARIABLES PACKAGE 


The Basic Variable Package permits the user to operate high priority (Processor) 
interrupts independent of EIN/DIN control, offset interrupts, extend I/O transfer 
timing and perform certain console functions in the absence of a console. 


11.6.1 Independent Processor Interrupt Operation 


In normal operation, the power fail, console and TRAP interrupt (referred to as 
Processor-generated interrupts) will not be recognized by the Processor if inter- 
rupts are not enabled (DIN instruction has disabled recognition of ALL interrupts) . 
The EIN instruction must be executed before any interrupts cen be processed. 


By grounding the OPT- signal (J1 pin 35), the Processor generated interrupts can 
obtain immediate recognition by the Processor when they are enabled. 


With J1-35 grounded, the PFE and PFD instructions control the Power-Fail/Restart 
interrupt while the CIE and CID instructions control console interrupts. There are 
no control instructions for a trap interrupt other than the TRP instruction itself. 
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11.6.2 Interrupt Offset 


All interrupts (except power-up) generated within the Processor and the Processor 
Option Card may be relocated (offset) from the scratchpad area of memory by : 100 
locations to allow for more efficient utilization of the scratchpad area. 


Two types of offset are available on connector J1. The high priority Processor inter- 
rupts (power fail,console interrupt,and TRAP) and the high priority user generated 
interrupts (IL1 and IL2) can be offset by grounding the OFST- signal (J1 pin 4). 
Likewise, the low priority Teletype/CRT controller and Real Time Clock option 
interrupts can be offset by grounding the MAI- signal (J1 pin 6). 


11.6.3 Secondary Console Sense Register 
Зимбабве. Ави ОН хала 


The Basic Variables Package contains four jumpers which permits the user to simu- 
late the console sense register and develop a Console Sense Word in the absense of a 
console. The jumper inputs аге DS00- (71 pin 34), 0801- (71 pin 33), 0502- (21 
рт 36) апа 0503 (91 ріп 31). 0$00- is the least significant bit of the simulated 
register, while DS03- is the most significant bit. Grounding a particular jumper 
input introduces a logic "1" into the corresponding bit position of the Console Sense 
Word. A logic "0" is introduced when a given input is left open. 


The entire simulated register is enabled by grounding the ENDSW- signal which is 
available at 21 pin 28. Note that all control logic required to respond to the ISA 

С 5801) and ISX (: 5401) instructions is also provided with this feature. This fea- 
ture cannot be used when a console is installed. 


11.6.4 Secondary Console Switch Functions 
НЕ. 


Secondary console SENSE, RESET and INT switch signals which duplicate the func- 

tions of the console are available to the user. The SSW- signal (J1 pin 2) duplicates 
the SENSE switch, RST- (J1 pin 37) duplicates the RESET switch and CINT- (J1 pin 
38 and J2 pins F and 13) duplicates the INT switch. 


These switch functions are generated by taking the input pin to ground (momentarily), | 
RST must be ground-true а minimum of 5 microseconds. SSW- must remain at ground | 
when the SENSE switch is active. 


11.6.5 I/O Timing Extension 


The Basic Variables Package features an I/O stretch capability which permits the 
user to slow down the I/O transfer timing when driving the Maxi-Bus through multi- 
ple expansion chassis or over long distances. Four strap connections (STR1, STR2, 
STR3 and STR4) permit the user to specify 16 different increments of stretch. 
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The NAKED MINI LSI Type 1 uses stretch increments of 200 nanoseconds, while the 
Type 2 Processor has stretch increments of 100 nanoseconds. Based on these in- 
crements, the Type 1 Processor stretch can range from 0 to 3000 nanoseconds while 
the Type 2 Processor stretch can range from 0 to 1500 nanoseconds. 


| Note that whenever any stretch is inserted, all I/O timing throughout the system is 
| slowed down. This сап have ап adverse effect on speed critical I/O devices and in 
general reduces Processor throughput. 


The stretch strapping scheme for both the Type 1 and Type 2 Processor is shown in 
Table 11-4. Ground is available on pins 23 thru 26 of connector J1. 


Table 11-4. I/O Stretch Selection 


STRETCH ADDITION (Nsec) STRAP CONFIGURATION 


STR4 STR3 STR2 STR1 
(J1-44) | (21-43)| (91-42)| (41-41) 


ТҮРЕ 1 PROCESSOR | ТҮРЕ 2 PROCESSOR 


0 ОРЕМ ОРЕМ ОРЕМ 
200 ОРЕМ ОРЕМ GND 
400 OPEN GND OPEN 
600 OPEN GND GND 
800 GND OPEN OPEN 

1000 GND OPEN GND 
1200 GND GND OPEN 
1400 GND | GND GND 
1600 OPEN OPEN OPEN 
1800 OPEN OPEN GND 
2000 OPEN GND OPEN 
2200 OPEN GND GND 
2400 GND OPEN OPEN 
2600 GND OPEN GND 
2800 GND GND OPEN 
3000 GND GND GND 
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RECOMMENDED DEVICE AND 
INTERRUPT ADDRESSES 


A.1 GENERAL 


Table А-1 and A-2 list recommended Device and Interrupt Addresses to prevent 
possible conflict during future expansion to other I/O modules. 
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Table А-1. Recommended Device Addresses 


DEVICE 


Refer to Table A-3* 


Dual TTY/CRT (TTY1/CRT1) 
Dual TTY/CRT (TTY0/CRT0) 
Line Printer (LP) 

Card Reader (CR) 

Paper Tape Punch (PTP) 
Paper Tape Reader (PTR) 
Processor TTY* (TTY) 

Real Time Clock* (RTC) 
Magnetic Tape (Mag Tape) 


Synchronous Modem Controller (SCM) 
Asynchronous Modem Multiplexer (AMM) 


Disc 
Cassette 


16-Bit I/O (A/D System) 
Plotter 


32-Bit Relay In (RCIM) 

Punch Alternate 

16-Bit Input/Output (16-Bit I/O) 
64-Bit Input (64-Bit In) 

64-Bit Output (64-Bit Out) 
Priority Interrupt Module (PIM) 
32-Bit Relay Out (RCOM) 

103 Data Set Controller (103 DSC) 


* not alterable 


( ) Indicates suggested alternate. 


DEVICE ADDRESSES 


STANDARD ACTUAL 


06 (17) 
06 
07 
08 
09 
0A 
0B 
0C 


00-1Е 20:36. | 40-5Е 60-7F 80-9F А0-ВЕ С0-рЕ ЕО-ЕЕ 
0Г:00% :20% :80 г СО AMM Ж 0 
POWER | 64-BIT | PIM(0) RCV1 | 
1 UP OUT A [1 
Кој сл. поне ы | | 
21:02 :22 :42 : 62 : 82 :А2 [Es 
| + PIM (1) + | 
3 TTY MAG LP TTY0/CRTO PLOTTER hg 
WORD + TAPE + WORD WORD WORD 1 
| й С4 АММ | 
4 WORD : 84 14 
d PIM (2) аў XMIT1 | 4 
5 15 
С] жеу зениците век 746 766 786 TAG 6 
TTY | MAG TAPE LP TTY0/CRTO PIM (3) PLOTTER | | 
1 ЕОВ | ЕОВ ЕОВ ЕОВ ЕОВ 17 
“аршын К EIN : 88 :C8 AMM 8 
| 1 | РІМ (4) ЕСУ? | Ri 
9[ 9 
А “OA VEI ұлылық зан : 4A : 6A : 8A : AA корен ГА 
| М.Н. РІМ(5) š X e 
в! DISC PTR/PTP CR TTY1/CRT1 RCIM |B 
| id WORD WORD WORD ШАҚА Аы WORD Ы 
š е :CC AMM KS 
Ж 
і + + XMIT2 "s 
Е БЕРИ ИР Н Te :бЕ :8E AE Ee E 
PTR/PTP CR TTY1/CRT1 PIM (7) RCIM 
Е ЕОВ ЕОВ ЕОВ ЕОВ Е 
Бек 220% : 50 :90 о 
| 64-BIT 103 DSC CASSETTE PIM(8) урин ў ар ЕН 
i IN ANSWER ADDRESS 1 
“рар CNMI просто. :52 ГӨ АМ КГ. ec ТӨ 2 
_ MEMORY | РІМ (9) ЕХСЕРТІОМ 1 
3 PARITY 7 103 DSC CASSETTE 16-BIT 1/0 3 
ў ANE INPUT WORD ү 
4 WORD :B4 AMM :D4 AMM | |4 
| РІМ(10) RECEIVEEOB | XMIT3 | | 
9 | | | 5 
і. } с АШЫР СТА а зақымы) йылы. ПАЗИ AN Se зоо ` ii IUS 1 
6! 226% :56 : 76 
| 103 DSC | CASSETTE 16-BIT 1/0 PIM(11) 
Ju IN EOB EOP EOB 
| 
8| 18 ЕТТТ 
L RTC | 103 psc. | РМ (12) 
9 CLOCK PAR ERR/FLT 
АЛДА: :ЗА** 5А ТА 
|| RTC 103 DSC RCOM 16-BIT 1/0 PIM(13) 
в! SYNC OUTPUT WORD WORD 
| обикновен WORD + 
CEIC 
L POWER | ak РІМ(14) 
D DOWN 
ети 7 
Е|:1Е : ЗЕ“ : БЕ : ТЕ : 9E 
| _ CONS | 103 DSG RCOM 16-BIT 1/0 PIM(15) 
F| INT а TRAP OUT EOB EOB EOB 
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XX = Interface Generated Interrupt Address 


* = Non-Alterable Address 


FOB = 


End-of-Block 


EOP = End-of-Operation 
** - Locations 30-3F are reserved for Autoload option, if used (103 DSC addresses must be relocated.) 
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ЕЗІП, 


(2089 2 9 NIS (200ғ 2 dua 


(9089 :) 5 NIS (9007 2 GIO 


(9089 :) ғ NIS (5007 :) 310 


(РОС :) хот 
(7086 :) VOI 


(609% :) ХОО 
Фор» 2 УОО 


perreisu] 
uondo wepow/ LYO/ALL 
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(7089 2 в NIS 


(£089 2 г NIS (00% 2 ала 


(2089 2 T NIS 


(6007 :) Add 


əəouənbəs 
рвогоупу әўетути] 


(10У6:) XSI 
(1086 :) VSI 


petreisu] 
uorjdo 42019 эштт-теэч 


(1089 :) 0 NIS 


əsuənbəs 
psorojnv ојвитшлој, 


рәттез5ц] 
иоцао рвороупу 


(0039:) XOS “(0029 :) VOS | (00М9 :) XIS ‘(008S :) VIS 


чаоо 
NOLLON 


ЗАМУЙИОЭ 3SN3S 


SANVWWOO таатао захуийоо Іпах! SINVINWOO LOTTAS 
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